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 Due to the high energy consumption at water and wastewater treatment facilities, it is 
crucial to reduce energy consumption and possibly achieve energy independence at these 
facilities. This project was completed to develop a methodology to achieve energy independence 
at three selected water and wastewater treatment facilities located in Pepperell, Southbridge, and 
Millis in Massachusetts. The methodology included site screening, energy audit analysis, 
renewable energy assessment, and economic analysis. Results showed that Southbridge could 
reduce energy costs, and facilities in Pepperell and Millis could achieve zero-net energy demand. 
The approach serves as a template that can be applied for analysis of other water and wastewater 
facilities.  
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1.0 – Introduction 
 Each year, approximately 370 public water and wastewater treatment facilities (municipal 
and districts) in Massachusetts process and distribute approximately 662 billion gallons of water 
to the local community (Cynthia, 2010). Due to the large amount of energy required by water 
and wastewater treatment facilities, water and wastewater treatment facilities use, on average, 30 
to 40 percent of the total energy consumed in Massachusetts and are considered one of the 
largest energy consumers in their community. Moreover, with advanced treatment requirements, 
their energy consumption is expected to increase by 20 percent within 15 years (EPA, 2009). 
Therefore, reducing energy consumption of the water and wastewater treatments will increase 
the amount of energy available for other commercial and industrial uses and promote a more 
robust economy. 
The Commonwealth of Massachusetts has established a number of initiatives to promote 
effective energy management. The Energy Pilot and Energy Leaders Initiative at drinking water 
and wastewater treatment facilities was developed in 2007 in collaboration with the 
Massachusetts Department of Energy Resources (MassDOER), U.S. Environmental Protection 
Agency (EPA), University of Massachusetts - Amherst, Massachusetts Renewable Energy Trust, 
Consortium for Energy Efficiency, and a number of major gas and electric utility companies in 
Massachusetts. MassDEP has set aggressive energy and pollution reduction goals with a target 
goal to achieve zero-net energy at 74 drinking water and wastewater facilities, approximately 20 
percent of the total municipal facilities in Massachusetts, by 2020. In November 2011, the 
Patrick-Murray Administration launched the Clean Energy Results Program (CERP), a unique 
partnership between MassDEP, MassDOER, and the Massachusetts Clean Energy Center 
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(MassCEC) (Jorgenson, 2011). This program will further encourage the expansion and 
development of energy efficiency and clean energy projects in the water sector. These initiatives 
provide a strong foundation for encouraging clean energy in the water sector. To further advance 
these initiatives and promote energy efficiency, more detailed case studies are necessary.  
The goal of this Interactive Qualifying Project (IQP) is to develop energy improvement 
plans to reach zero-net energy for three selected treatment facilities, and provide guidelines for 
the application of these plans at other facilities. To accomplish this goal, it is necessary to assess 
the current technological improvements and renewable energy methods available for achieving 
zero-net energy, identify the economic costs and benefits of adapting these new technologies, 
and analyze any environmental issues associated with installing and maintaining the 
technologies. Once the upgrades are identified and analyzed, the energy improvement options 
will be selected according to the facilities’ current performances and available resources. The 
economic and environmental aspects as well as the feasibility of the energy improvement plans 
will be summarized in a report and reviewed by the facilities operators before project execution. 
This IQP report is divided into four chapters: the introduction, literature review, 
methodology, result, and conclusion. The literature review addresses the results of past zero-net 
energy projects, available energy improvement options, environmental aspects of the project as 
well as financial assistance. The methodology presents the procedures involved in developing 
zero-net energy plans for the facilities addressed in this project. This chapter also describes the 
approaches the team will use to research, benchmark, and provide recommendations for each 
selected facility. The result presents the findings from site screenings and renewable energy 
feasibility studies at the site. The conclusion provides the most recommended upgrades and 
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implementations in order to reach the zero-net energy at the sites based on economic and 




2.0 – Literature Review  
 
 The goal of this section is to provide background information on previous work done 
related to the ZNE project, what treatment facilities require, and available financial assistance. 
This section will also provide background information on the available energy efficient 
technologies and renewable energies and each of their impact on energy consumption and the 
environment. 
2.1 – The Growing Energy Crisis in the 21st Century 
The world energy consumption grows continuously every year and about 27 percent of 
the world’s energy is lost in energy generation and transmission. In 2012, the world consumed 
approximately 145,475 TWh of energy, which is 1.4 percent higher than the previous year’s 
energy consumption (World Energy Statistics, 2012). In addition, the International Energy 
Outlook 2013 projected that the world energy consumption will increase from 143,851 TWh to 
224,407 TWh within 30 years (EIA, 2013). The annual energy consumption growth is heavily 
affected by the countries outside of the Organization for Economic Cooperation and 
Development (OECD), where energy demand is continuously increasing due to long-term 
economic growths. In fact, energy consumption increased by 90 percent in the non-OECD 
countries while that of the OECD countries increased by only 17 percent (CNBC, 2013). As one 
of the non-OECD countries, China recently became the world’s biggest oil importer as a result of 
fast economic growth and strong auto sales. In contrast, the United States decreased its 
dependency on oil and its crude oil production exceeded the imports in October 2013 for the first 
time since 1995 (Oil Patch Asia, 2013). Because of the increasing demand and cost for energy 
from fossil fuels around the globe, becoming energy independent will be an important goal for 
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the ZNE project. Not only is energy becoming a crisis but also the amount of greenhouse gas 
being generated is affecting the long-term environmental and economic health of the world. 
2.2 – Impacts of the Fossil Fuel-Based Power Generation on the Environment 
The amount of electricity generated is closely related to the greenhouse gas (GHG) 
emission because currently, most of the electricity generated comes from fossil fuel. The GHG 
emission affects the climate and accelerates the global warming by trapping heat within the 
atmosphere on Earth. Global warming is a serious environmental issue since it changes the 
climate throughout the world and increases the sea level as ice melts at the Polar Regions. Also, 
burning fossil fuels contributes to other types of pollution including smog, haze, acid rain, and 
ocean acidification. Fossil fuel-based electricity generation is a dominant source of the GHG 
emission throughout the world where over 60 percent of the total electricity comes from the 
fossil fuel-based electricity generation. This amount alone accounts for nearly 33 percent of the 
air emissions in the world (CO2 Now Org, 2013). Moreover, it is also responsible for 67 percent 
of the world’s sulfur dioxide emissions, 40 percent of carbon dioxide emissions, and 23 percent 
of nitrogen oxide emissions
 
(EPA, 2013). The amount of air emission continues to increase as 
more energy is consumed every year; the study, the Journal Earth System Science Data 
Discussion, found that the world is set to emit nearly 36 billion metric tons of CO2 by the end of 
2013. The projected value is about 2.1 percent higher than the previous year’s gas emissions and 
61 percent higher than that of 1990 (Ghose, 2013). Increase in GHG emissions is primarily due 
to the non-OECD nations’ rapid industrialization. In fact, the non-OECD nations had positive 
percent changes in air emissions while most of the OECD nations had negative changes. China, 
the world’s largest carbon emitter since 2006, accounted for 70 percent of the global GHG 
emission growth in 2012, releasing over 7.7 billion tons with an annual emission increment of 
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7.9 percent (Business Recorder, 2013). Figure 1 represents the global CO2 emission from fossil 
fuel combustion and some industrial processes for each major country involved in 2012 (Saga 
Commodities, 2013). 
 
Figure 1. The Global CO2 Emission (Saga Commodities, 2013) 
Knowing the environmental effects of clean energy generation before installing the 
generators is critical. Air emission associated with solar, wind and hydropower is negligible 
because no fuel is being burned. Although these technologies are clean and eco-friendly, they do 
have the potential of harming the environment to some extent. Hydropower facilities create no 
pollution during electricity generation, however, construction and operation may cause an impact 
on river ecosystems and surroundings. Solar panels create CO2 and other toxic wastes during the 
manufacturing process. CHP has a high-energy efficiency when burning biogas, but does emit 
greenhouse gas emissions during the combustion process. 
Nevertheless, renewable energy generators create significantly low amounts of air 
emissions and other pollutants compared to fossil fuel-based power plants in the long term. 
Moreover, renewable energy generators make use of the resources that are readily available 
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everywhere and are continuously replenished by resources such as sunlight, wind and water. 
Figure 2 shown on the next page provides CO2 emission comparisons between fuel-based energy 
and renewable energy generations (Armannsson, 2006). (Note: Karahnjukar and Krafla are two 
power stations located in Iceland.) 
  
Figure 2. CO2 Emissions from Electricity Generation (Armannsson, 2006) 
Without a doubt, implementing renewable energy generators will result in energy 
independence, economic benefits, and a cleaner environment. 
2.3 – Energy Consumption and Air Emissions Abatement Plans 
In order to reduce the air emissions and energy consumption, the world has developed 
environmentally friendly plans and adapted energy efficient and clean technologies. Some 
countries employ carbon taxes to motivate energy users to reduce their consumption. One form 
of the carbon taxes is a tiered energy tax where the energy consumers have baseline energy 
allowances that carry a low tax. If the energy usage exceeds the baseline, the tax increases 
dramatically. The US currently doesn’t impose carbon tax although some states employ the 
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tiered energy tax which offers much greater renewable energy benefits for high energy 
consumers to get them to change. 
Another way to conserve energy is promoting energy efficient buildings. Net zero energy 
buildings (NZEB) are currently an emerging performance target for sustainable commercial 
buildings, for they require least amount of energy, which can be covered by the renewable 
energy technologies. This is very crucial to reducing the GHG. Without energy efficiency and 
fossil fuel abatement in buildings, the national targets for GHG emissions reductions cannot be 
achieved. In effect, commercial and residential buildings consume almost 70 percent of the 
electricity in the US (EIA 2005). Electricity consumed in the commercial and industrial buildings 
doubled between 1980 and 2000 and is expected to increase more every year (EIA 2005).  
The National Renewable Energy Laboratory (NREL) classified the NZEB into four 
categories which are the Net-Zero Site Energy, Net-Zero Source Energy, Net-Zero Energy Cost, 
and Net-Zero Emissions buildings (Pless, 2010). The Net-Zero Site Energy produces enough 
renewable energy to power the building throughout the year. The Net-Zero Source Energy 
produce and purchase enough renewable energy to cover their annual energy use. The Net-Zero 
Energy Cost generates and sell enough renewable energy to the power plants to cover the cost of 
energy purchased from the power plants. Finally, the Net-Zero Emissions buildings produce or 
purchase enough renewable energy to counterbalance emissions from the buildings’ annual 
energy use. Most of the small buildings that require less energy for operation and maintenance 
can easily achieve energy independence through renewable energy options. However, heavily 
occupied buildings that require high maintenance and operation cost such as hospitals and 
groceries may require energy outsourcing, becoming either the source NZEB or the Net-Zero 
Emissions buildings.  
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The NZEBs minimize the energy loss by adapting energy efficient building designs and 
reducing transportation, transmission, and conversion losses. Also, the NZEB require renewable 
energy sources that are widely available over the lifetime of the building. The NZEB make use 
of supply-side and demand-side renewable energies to become energy independent. The supply-
side renewable energies come from the energy generation technologies such as solar panels, 
biofuels, wind turbine, and hydropower turbine. The demand-side renewable energies include 
passive solar heating, solar ventilation air preheaters, and domestic solar water heaters (Pless, 
2010). In order to achieve the maximum performance of the NZEB, it is necessary to consider 
the energy efficiency of the building first and then the energy generating options. Moreover, the 
footprint space availability and the renewable sources at the site must be checked before making 
any modifications and installing new technologies.  
Although it is important, energy efficiency alone cannot achieve the energy independence 
of the building. In fact, the renewable energy generation technologies have to be implemented to 
reach the energy independence. Every year, the amount of energy produced from the renewable 
sources increases in attempt to reduce GHG emissions and gain energy security. In 2012, the 
world has invested $344 billion for the renewable energy, which is 12 percent less than the 
previous year’s investment due to economic depressions (FS UNEP center, 2013). In addition, 
the OECD countries’ investment for the renewable energy was just 18 percent higher than that of 
the developing non-OECD countries. This is a dramatic change since 2007 when the OECD 
countries invested almost three times more than the non-OECD countries. Additional solar 
photovoltaic installation increased the total power capacity of 30.5 gigawatts and the wind 
reached up to 48.4 gigawatts of the capacity. The total renewable power capacity worldwide 
reached 1,470 gigawatts (Worldwatch Institute, 2013). China was the dominant country in 
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implementing renewable energies among the non-OECD countries, investing $67 billion 
(Morales, 2013). Likewise, the Middle East and Africa doubled their investment to $12 billion. 
On the other hand, the US and German lowered their investments for the renewable energy to 
$36 billion and $20 billion, respectively. The only country out of the OECD nations that 
increased the renewable energy investment was Japan whose budget surged 73 percent to $16 
billion to support wind, solar and geothermal power generation after the earthquake in 2011 
(Worldwatch Institute, 2013). The US generates 14.2 percent of the nation’s net electricity from 
the renewable sources that is less than the world’s average of 16 percent (Bossong, 2013). 
2.4 – Creating an Energy Management Partnership Model  
In 2007, in an attempt to reduce the facilities’ energy consumption and greenhouse gas 
emissions, the Massachusetts government developed the Massachusetts Drinking Water & 
Wastewater Facilities Energy Management Pilot Program. The overall goal of this program was 
to reduce energy costs and greenhouse gas emissions by 20 percent and create a new public and 
private partnership model. Led by MassDEP, the energy pilot brought together the state and 
federal agencies, electric and gas utilities, and other partners to assist 14 participating water and 
wastewater treatment facilities across the state. This pilot project conducted energy audits and 
evaluated the potential of producing on site renewable energy for each facility. By adapting to 
energy efficient technologies such as variable speed drives (VSDs) and treatment process 
improvements, and on-site renewable power generation (i.e. solar photovoltaic system, wind 
turbines, in-line hydropower, and combined heat & power (CHP)), over $3.7 million of annual 
energy savings were identified. 
In 2009, as a result of leadership by Governor Patrick’s Administration and EPA, the 
Massachusetts Energy Pilot became a national model that led to the creation of a new national 
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“20 percent green infrastructure” requirement for State Revolving Fund (SRF) assistance under 
the American Recovery and Reinvestment Act (ARRA). As a result of the new ARRA funding, 
seven more plants in Massachusetts were added to the project and a total of $66.1 million was 
provided to implement all energy-saving opportunities at the 21 facilities overall. In total, this 
energy initiative has resulted in over $5 million of annual energy savings for taxpayers, has 
reduced energy costs and greenhouse gas emissions by over 34 percent, and was responsible for 
having installed power generators generating a total of over 10 megawatts of clean renewable 
power for the facilities. More specific data on this past ZNE project can be found in the appendix 
section. 
2.5 – Energy Requirement for Water and Wastewater Treatment Facilities 
Nationally, a significant amount of the municipal energy use occurs at water and 
wastewater treatment facilities. With pumps, motors, and other equipment operating all year 
round, the water and wastewater treatment facility consumes up to 75 billion kilowatt-hours of 
energy and produce 45 million tons of greenhouse gas into the atmosphere (EPA, 2009). As 
shown in Figure 3, energy accounts for 27 percent of the operating cost for a typical water or 
wastewater treatment facility in the USA. 
 
Figure 3. Industry Average Operation and Maintenance Budgets (EPA, 2009) 
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Water and wastewater management systems both rely on a network of pump stations, 
transmission lines and storage components to transport flow to various unit operations and 
treatment processes. However, as shown in Figure 4 below, energy costs are different for water 
and wastewater treatment processes (Cynthia, 2010).  
 
 
Figure 4. Energy Profiles of a Typical Water and Wastewater Treatment Facility (Cynthia, 2010) 
Water treatment facilities have pump stations that transport raw water to the treatment 
and distribution systems. Raw drinking water treatment options often vary from plant to plant but 
can include coagulation, flocculation, sedimentation, filtration, and disinfection processes. A 
typical profile of total electricity use in a water treatment facility is 86 percent for distribution 
pumping, 8 percent for raw water pumping, and 6 percent for treatment process as shown in 
Figure 5. About 80 to 90 percent of energy consumption for drinking water treatment facilities is 




Figure 5. Drinking Water Treatment Facility Energy Profiles (Greenberg, 2011) 
 
Wastewater treatment facilities have pump stations for collecting and delivering 
wastewater to a treatment system. Most of the wastewater treatment facilities have preliminary, 
primary, and secondary treatment processes in which wastewater is pumped and further purified 
in each process. Tertiary or advanced treatment is now becoming more common to meet higher 
water quality standards by the EPA. For wastewater treatment facilities, aeration and sludge 
treatment process accounts for most of the energy consumption. In addition, UV disinfection, 
which is becoming more common for treating wastewater, uses a large amount of energy as well. 
The typical energy profile of a wastewater facility is 56 percent for aeration, 10 percent for 





Figure 6. Another Energy Profile of a Typical Wastewater Treatment Facility (Greenberg, 2011) 
 
In all cases, the energy use for the treatment process is much greater than the energy used 
for maintaining the buildings, as shown in Figure 5 and 6. From this information, optimizing the 
pumping and aeration system for the water treatment process will greatly reduce energy 
consumption in those areas for water and wastewater treatment facility. 
2.6 – Renewable Energy Technologies 
On-site energy generation is crucial for energy independence. Renewable energy 
technologies promote energy security and lower air emissions since they use clean and widely 
available natural resources. The most commonly used renewable energy technologies include 
wind turbines, solar panels, co-generation systems using biogas, and hydropower generators. 
Once installed, these renewable energy technologies generate electricity with significantly lower 




2.6.1 – Wind Power 
Introduced in the late 1800s, wind power is a clean renewable energy source that 
requires a turbine to convert mechanical energy from the wind to electricity. Today, there 
are two major types of wind turbines: horizontal axis wind turbines (HAWT) and vertical 
axis wind turbines (VAWT). HAWTs are more efficient when compared to VAWTs and 
can produce 70 to 85 percent electricity of its lifetime, but can only deal with the wind 
facing the rotor and are weak in turbulent conditions. VAWTs are smaller sized wind 
turbines that are suitable for residential use and can receive wind blowing from any 
direction.  
The efficiency of wind power is determined by a capacity factor. The capacity 
factor describes the ratio between the potential and actual energy output of the generator. 
On average, the capacity factor of a wind turbine is approximately 30 percent (EEA, 
2013). During the turbine’s lifespan, it is estimated that it will work for approximately 
120,000 hours. The lifespan of wind turbines is approximately 20 years to as long as 30 
years (EWEA, 2013). By then, the wind turbine would be very inefficient to operate 
and would need to be replaced.  
The advantage of having a wind turbine is that the maintenance cost becomes 
cheaper as time progresses. A study done in Denmark demonstrated that new generations 
of wind turbines when compared to older generation of wind turbines have a lower 
maintenance cost. For old wind turbines, the maintenance cost for each turbine is, on 
average, 3 percent of the original cost of the turbine each year. For the newer wind 
turbines, the annual maintenance cost is between 1.5 percent and 2 percent of the original 
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investment (WMI, 2013). The cost of installing the wind turbine is $1.3-2.2 million per 
MW (Bluhm, 2012). 
There are a few disadvantages associated with the use of wind turbines. One 
disadvantage is the limitation of having to place a wind turbine at an ideal location where 
enough wind would pass through. The wind turbines also need to be designed to reach 
above 30 m above the ground to take advantage of fast and less turbulent wind. Also, it 
requires minimum of 10 mph of wind speed to spin the blade. To maximize the efficiency 
of the wind turbine, a wind speed above 14.5 mph is preferred. Wind turbines can handle 
at most 35 mph of wind speed but once the wind speed approaches 50 mph, the wind 
turbines shutdown for safety and to prevent damage so at certain times of the year, the 
wind turbine will not be running (European Wind Energy Association, 2013). Location is 
very important in determining whether to implement wind turbines or not. The other 
disadvantage is that the blades wear out as time passes due to wind corrosion; however, 
this issue can be negated by adding rubber tips to the blades. Wind turbines also are much 
less efficient during the winter. Additionally, potential noise from a wind turbine impacts 
should be an important consideration when planning a land-based wind turbine project. In 
the summer of 2013, MassDEP has setup a Technical Advisory Group to advise the 
agency on issues related to Wind Turbine Noise. The Wind Noise Technical Advisory 
Group (WNTAG) has been established as part of EEA Secretary Sullivan’s recently 
announced inter-agency initiative for state energy and environmental agencies to provide 
support and guidance to municipalities, developers, and stakeholders for land-based wind 
projects. Lastly, the lifespan of the wind turbines is very low compared to other types of 
renewable energy power plants that may mean costs will be even higher even though the 
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maintenance fee is low. This disadvantage also means that the payback for using wind 
turbines is long meaning that by the time that the payback time is finished, the wind 
turbine has met the age of its lifespan. However, wind turbines take up a large area since 
the wind turbine site has to be accessible by a crane. Also, it needs to be built at least 9 m 
above any structure within 90 m of the site to get an uninterruptable wind source. 
Most of the drinking water treatment facilities do not require a large wind turbine 
that generates over 1 MW of energy because of their relatively low energy consumption. 
Without a doubt, installing a small wind energy system is a better choice for small to 
mid-sized water treatment facilities. The small wind energy system is defined as any 
wind turbine with a maximum output capacity of 100 kW. According to National 
Renewable Energy Laboratory (NREL), annual energy output can be determined with 
following equation: 
       (   )                        (  )            (   )  
Small wind systems generally cost from $3,000 to $5,000 per kW. This is simply the cost 
of the main components. If engineering costs and the tower cost are included, the project 
cost doubles. Wind turbines become more cost-effective as the size of the rotor increases 
because more electricity can be generated and the building cost does not increase as 
much. In fact, 10 kW wind turbine costs around $60,000 while 100 kW wind turbine 
costs around $500,000 although 100 kW turbines generate about seven times more 
electricity than 10 kW turbines annually. After construction of the wind turbines, the 
marginal cost of wind energy can be as cheap as $0.01 per kWh. The cost of electricity 
produced has become much cheaper over the century as newer technologies and 
materials. Examples would be improvements in the turbine motor performance, increased 
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power production efficiency, lighter and longer turbine blades and so on. Payback can 
average around 10 years.  
 In terms of the amount of pollution generated by wind turbines, they do not 
release any type of pollutant during its operation (note hydraulic oil for lubricating the 
turbine can be a potential pollution source). In fact, it is one of the cleanliest power 
generating technologies available today on the market. Replacing the electricity 
purchased from the gas or coal power plant with electricity produced from wind turbine 
will result in a net reduction of greenhouse emissions. 
2.6.2 – Solar Photovoltaic (PV) 
Solar photovoltaic technology converts solar energy directly into electricity. An 
array of solar panels consisted of numerous solar cells has a capacity of producing 1 kW 
per 10 m
2
. The average cost for solar electricity has fallen by 24.4 percent since last year. 
Also, the efficiency of the solar electricity has increased by 5.5 percent over the last six 
years from 17 percent to 21.5 percent, which means that the same-sized panel will 
generates 60 percent more electricity (Detwiler, 2013). The efficiency of the solar panel 
is directly proportional to the weather; if the sun is high in the sky on a clear day, it will 
produce more energy while it will produce less when on a cloudy day.  
Solar arrays have a lower capacity factor of 25 percent, which is less than other 
industrial sources of electricity. Also, every year, the conversion efficiency is reduced by 
0.5 percent annually meaning that the solar panels lose their efficiency as they age when 
generating electricity (Cooler Planet, 2009). Another disadvantage of using photovoltaic 
solar panels is that depending on the location and the time of the year, solar panels will 
only be able to capture light for a small amount of time i.e. a few hours. On average, in 
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the United States, solar panels will only be able to be used to their full potential for 4-5 
hours a day on a sunny day (PENetwork, 2013). 
The amount of energy generated by the solar system depends on the number of 
hours of sunshine per day. In general, the average solar hour per day in Massachusetts is 
about four hours. For every 80 ft
2
 that the solar panels occupy, they generate about 1 kW. 
The total electricity being generated by the PV can be represented by the following 
equation (SRoeCo, 2013).  
       (   )                                               
 Currently, solar energy costs around $0.37 per kWh, which is seven times more 
than the cost for electricity generated by coal, or oil, which is priced at $0.05 per kWh. 
The average cost of solar electricity decreases each year and with government subsidies, 
the cost can be reduced as low as the fossil based-fuel energy cost. Solar panels need 
minimal amount of maintenance since during the 30-year lifespan, the only service 
needed is replacing the PV batteries and make sure the panels are clean (Strecker, 2013). 
Solar panels normally have a 30-40 year life span. The building cost of solar 
panel is approximately $4,000 per kW (Green, 2012). Due to its high installation cost, it 
is recommended for the water treatment facilities to partner with a third party company 
that would provide the power purchase agreements (PPA) and solar leases unless there 
are low interest rate loans available. For PPA, the installer builds the solar system on a 
customer’s property at no cost and sells the power generated to customers. When they 
build the solar PV system, private companies can take advantage of the tax credit that the 
public utilities cannot and receive incentives provided by the government, which can 
cover up to 50 percent of the project cost. At the end of the contract, the customer can 
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either extend the contract or buy the whole solar system (SEIA, 2013). For the solar 
lease, the customer pays the installer over a period, similar to automobile leasing; the 
customer can either pay the bill monthly or pay the lease fee all at once and receive a 
discount. Overall, solar power can be beneficial to a facility plant, depending on the 
weather and size of the onsite solar power plant. 
2.6.3 – Anaerobic Digestion (AD) 
Wastewater treatment facilities process millions of gallons of wastewater every 
day, which has a great potential to generate energy through anaerobic digestion (AD). 
AD process follows the sludge settling and thickening steps where the sludge is 
transported to the digester. In the digester, anaerobic bacteria break down biodegradable 
organics to produce biogas that contains up to 60 percent methane by volume. Addition 
of food waste can increase the productivity of digestion due to high organic 
concentrations and volatile solid decomposition rate. In fact, food waste produces about 
376 m
3
 gas/ton which is approximately three times larger than the biomass which 
produces about 120 m
3
 gas/ton (Moreno, 2010). There are three different categories for 
municipal wastewater anaerobic digesters. They are mesophilic, thermophilic, and 
temperature-phased systems. The mesophilic digester, which is common, operates at 
temperatures between 20 and 40 degrees Celsius with the average being 37 degrees while 
the thermophilic digesters operate between 45 and 75 degrees Celsius with the average 
being in the mid-50s. The difference is that the thermophilic digesters produce biogas 
faster than mesophilic but at the cost of the energy needed to sustain a warmer 
temperature inside the digester. For municipal solid wastes, there are three systems, 
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which are single-stage wet digesters, dry fermentation, and two-state digesters (ABC, 
2013). 
 
Figure 7. Municipal Solid Waste Sent to Landfill (Moreno, 2010) 
 As shown in Figure 7, food waste comprises approximately 18 percent of the total 
municipal solid waste in the US. Over 30 million tons of food waste is produced every 
year while only about 3 percent of it is used for beneficial purposes such as AD (Moreno, 
2010). Food waste not only results in greater energy generation, but also reduces solid 
disposal volumes in a short amount of time. At the Massachusetts Water Resource 
Authority (MWRA) treatment facility at Deer Island, total solid wastes generated from 
wastewater treatment process are reduced by 55 percent after adapting AD (Wong, 2011). 
Hence, making use of food waste decreases the amount of waste that must be transported 
off-site for landfill, reducing the waste transportation and increasing revenue for tipping 
fees.   
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 To increase the energy efficiency, AD is often installed with a combined heat and 
power system (CHP). Combining CHP and AD is economic as it burns the biogas that is 
produced on site from the waste to generate power and heat for the facility. The principal 
technical advantage of CHP is its ability to recover and utilize energy produced from 
burning the fuel. In fact, CHP has an overall efficiency of 85 percent compared to an 
overall efficiency of 58 percent for conventional generators that produce electricity and 
heat separately (UNEP, 2003). Also, using CHP reduces or possibly eliminates 
dependency on the electric grid, saving electric costs and achieving energy security. 
Implementing CHP at the facility is highly recommended when the electricity price is 
high and the fuel price is low. However, due to its high project cost, it is not viable to 
install CHP in a facility that operates with an average electricity load less than 1 MW. 
Larger engines usually require permits prior to project commencement.    
 There are many types of CHP technology including reciprocating engines, 
combustion gas turbines, micro-turbines, steam turbines, and fuel cells. A reciprocating 
engine is a heat engine that uses multiple reciprocating pistons to compress and ignite the 
gas and air mixture to generate energy. About 30 percent of the energy it generates 
converts into electricity, 50 percent to thermal energy, and the rest are lost via exhaust 
and radiation. The reciprocating engines are available with many different sizes ranging 
from 5 kW to 10 MW. An average project cost of a reciprocating engine is $1,800 per 
kW of capacity (ADIAC, 2009).         
 A combustion gas turbine is a type on internal combustion engine, which 
generates high temperature and high-pressure gas into a turbine, converting the shaft 
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work into electricity. A multiple staged combustion gas turbine system is favored due to 
its high electric efficiency. The combustion turbines are available from 1 MW to couple 
hundred MW capacity with relatively low installation cost per kW. For a 5 MW gas 
turbine, the total installation cost is around $1,200 per kW it generates (DNREC, 2010). 
 A microturbine is very small combustion turbine with output ranging from 30 to 
400 kW of capacity. Microturbines consist of a compressor, combustor, turbine, and 
generator. These microturbines are designed to generate power for commercial buildings 
and light industrial applications. Moreover, they are designed for continuous-duty 
operation and are recuperated to achieve higher efficiencies (around 30 percent electric 
efficiency). Because it is somewhat still a new technology, it is more expensive than 
other CHP technologies. For a 65 kW unit, the total project cost is about $2,500 per kW 
(Devlin, 2010). 
 A steam turbine is one of the oldest types of power generating technologies, 
which is designed to generate thermal energy unlike the reciprocating and gas turbines. 
Due to their versatility and ability to operate with many different types of fuels, steam 
turbines are widely used for CHP applications. During the process of heat generation, 
high-pressure steam rotates the turbine, converting mechanical energy into electricity. 
The capacity of steam turbines can range from 50 kW to several hundred MW (Develin, 
2010).         
 Fuel cell is an alternative energy source that generates electricity through 
electrochemical processes rather than combustion. There are many types of fuel cell 
technology, but the mostly used ones are the alkaline fuel cell (AFC), proton exchange 
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membrane (PEM), molten carbonate fuel cell (MCFC), phosphoric acid fuel cell (PAFC), 
and solid oxide fuel cell (SOFC). Each fuel cell technology has a different reaction 
temperature, catalysts, and electrolytes. Due to differences in their chemistry and 
operating conditions, the fuel cell technologies have many different applications (EERE, 
2011). The main components of a fuel cell unit consist of an anode, a cathode, and 
electrolytes. Hydrogen is introduced as fuel to the anode side of the cell stack where 
hydrogen is separated into electrons and hydrogen ions. Since electrons cannot pass 
through the electrolyte, they travel through an external circuit where they are converted 
from a direct current (DC) to an alternative current (AC). In order to reduce greenhouse 
gas emission, liquid gas is usually treated with a hydrodesulphurization (HDS) process 
before producing hydrogen through chemical reactions (Al-Megren, 2008). Fuel cell 
technologies are available with a wide range of capacity from 5kW to couple MW. They 
are usually very expensive to install and maintain. An average installation cost for a fuel 
cell is $4,500 per kW of capacity. Although AD and CHP are very energy efficient, there 
are many challenges present in installing them. Since AD is often a batch system, it 
requires large tanks to hold biomass for a certain period to produce biogas, which makes 
a small AD system very ineffective and impractical. Land requirement for AD is usually 
around half to one acre. Also, installing ADs can very expensive and requires a 
significant amount of investment. The cost for building AD ranges from $3,000 to 12,000 
per kW. Therefore, a 100 kW system will likely cost around $1 to $1.2 million while a 





Table 1. CHP Size (Cuttica, 2009) 
Type Size 
Combustion Gas Turbine > 4 MW 
Steam Turbine < 5 MW 
Micro Turbine < 200 kW 
Fuel Cell < 250 kW 
 Combined AD and CHP system have several limitations along with high project 
costs. While many available CHP technologies exist, not many producers of CHP 
technologies have expertise in AD. The digester has many contaminants that may 
decrease the efficiency and even ruin the components of CHP. In addition, installing AD 
may result in a very serious odor problem that can affect residents nearby the treatment 
facilities. Hence, a stringent odor control and dewatering process of sludge must be 
applied. 
Overall, the huge advantage of using anaerobic digesters is the payback time. The 
payback time for constructing anaerobic digesters and utilizing them would be within 
approximately three years that is very short when compared to other renewable sources of 
energy but can only be limited to wastewater facilities (EPA, 2007). The gas produced 
can be converted into a lot of energy, which can be used for the facility and sold or stored 
for later use if any extra is leftover from the process. This advantage makes anaerobic 
digesters worth looking into if the budget is enough to cover the initial investments. 
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2.6.4 – Hydropower  
 
Hydropower has existed since the late 1800s and is still used today to generate 
electricity today. The process of how hydropower works is that the turbines in 
hydroelectric systems convert kinetic energy of the flowing water into electricity. In 
general, there are three kinds of hydroelectric generation methods. The first most 
common type of hydroelectric system is the conventional facility. A conventional system 
is usually a large hydropower system using a dam to store water in a reservoir. 
Conventional hydropower usually needs a large amount of investment and area. For this 
particular project, small and micro hydropower systems are more suitable choices and 
that the only difference is the capacity, and do not need a construction of a dam. The 
building cost will be significantly decreased when no dam is being built. Hydropower is a 
clean source of energy, as it does not pollute the air unlike other power plants.  
There are two classifications of hydropower turbines, which are impulse and 
reaction turbines. Impulse turbines such as Pelton and cross-flow turbines are often used 
for sites with high head (300 m) and low water flow rate (0.5-20 m
3
/s) since they 
primarily convert the momentum of falling water to energy. On the other hand, reaction 
turbines are used for sites with low head and high water flow rate, for example Francis 
turbine requires and flow rate from 2 to 800 m
3
/s, Kaplan turbine needs head up to 40 m, 
and flow rate up to 1000 m
3
/s (Manno, 2013). They generate energy from the combined 
action of pressure and moving water. Hence, the runner is placed directly in the water 
stream and fully submerged or encased to contain the water pressure. There are three 
main types of the reaction turbines, including Kaplan, Francis, and pump as turbine 
(PAT). Among these three types of turbines, Francis turbines require a decent amount of 
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head to operate efficiently as water is introduced just above the runner and does impulse 
action as well (Gaiusobaseki, 2010). A PAT is a reversed pump system where the motor 
rotates as water flows through the pipe and generate electricity. The small PAT system 
requires a minimum head of 10 m and flow rate of 10 liters/second (lps). The equations 
below are used to determine the power output of the hydropower system depending on 
the efficiency of the turbine as well as the length of the head and the flow rate (EPA, 
2013). 
      (  )  
     (  )      (   )
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      (  )  
 
 
      (Reaction) 
      ( )           (      )        (   ) (PAT) 
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 The drinking water treatment plant usually has a large head but a lower flow rate, 
so the impulse turbine is a good option for the drinking water treatment plant. Most 
wastewater plants do not have a large elevation change to utilize the impulse turbines 
efficiently. Therefore, reaction turbine is a good choice for generating power with 
relatively constant water flow rates and small elevation changes of the water treatment 
facilities.  
Although there are some off-the-shelf hydropower turbines that can be matched to 
certain range of flow rates and head, they are not as efficient as the custom built 
hydropower turbines. In fact, many hydropower turbines are custom made to match the 
head and flow rates of the water treatment facility precisely to maximize the output of the 
turbine. The only downside of custom built hydropower turbines is its high installation 
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cost, in which 25 percent is the engineering cost (Gaiusobaseki, 2010). Off-the-shelf 
hydropower turbines are relatively cheaper than the custom built turbines. The turbines 
listed below are the off-the-shelf low-head hydropower turbines suitable for water 
treatment facilities (EPA, 2013). 
 LH-1000 - This hydropower turbine produces a small power output of 1 kW 
when working with 3 m of head and a flow rate of 500 to 1000 gpm. The 
efficiency for this turbine is roughly 60 percent when running at max potential. 
This model can cost up to $3,000. 
 Canyon Hydro-Kaplan Turbine - These turbines capitalize on the large amount 
of head of the water when it flows downward hence the name canyon. 
 VLH Turbine - This hydropower turbine, which is made for larger wastewater 
treatment facilities can produce from 100 kW to 500 kW of power when working 
with from anywhere between two to three meters of head and with a flow of a 
quarter of a million gallons to almost one million gallons of water each day. The 
cost of these turbines, however, can be quite expensive as they can run from 
$500,000 to $1,100,000. 
 The maintenance for the hydropower turbines can be a bit costly compared to 
maintaining other power generators using other renewable energy sources; it is usually 
$5,000 for every kW. For example, the WWTF in Deer Island, MA has a maintenance fee 
of $134,000 to $256,000 a year for the turbine (EPA, 2013). 
Implementation of hydropower turbine has minimal impact on the facility’s 
operations. The only concern of implementing hydropower turbine is its possibility of 
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interrupting the water flow, which may trigger biological growth in the turbine (Schultz, 
2000). For this reason, it is recommended to install the turbine in the treated water 
section. Hydropower turbine is a clean energy generator that does not emit greenhouse 
gas during its operation. Hence, replacing the electricity purchased from the gas or coal 
power plant with electricity produced from hydropower turbine will result in a net 
reduction of greenhouse emissions. 
In an effort to expand the education, assessment, and implementation of In-
Conduit Hydropower (inside a pipe or channel) at Massachusetts’ drinking water and 
wastewater treatment systems, MassDEP, with financial assistance from the 
Massachusetts Clean Energy Center (CEC), has contracted with Alden Research 
Laboratory, Inc. This project provides drinking water and wastewater utilities with a 
clearinghouse of hydropower technologies, an assessment of the statewide hydropower 
potential, and a screening tool to identify hydropower generation potential (Allen, 2013).  
2.7 – Energy Efficient Technologies 
Energy efficient technologies often implemented in the water and wastewater 
facilities include heating, ventilation, and air conditioning (HVAC) system, variable 
speed drives (VSDs), energy efficient lighting system, and high performance aeration 
system. With advance in technology and science, modern electric devices gained better 
performances and energy efficiencies. Because our goal is to reduce energy, improving 
lighting, and HVAC systems are also things to consider. Considering the fact that the 
water and wastewater treatment facilities use most of their energy in pumping and 
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aeration, identifying and upgrading the operation system can be a great start to reduce 
energy consumption. 
 
 2.7.1– Heating, Ventilation, Air Conditioning (HVAC) Improvement 
Facilities can reduce energy consumption by operating heating, ventilation, and 
air conditioning equipment more efficiently by upgrading old units with newer high-
efficiency systems. Newer air conditioning systems are 11.5 times more efficient 
compared to older systems meaning that newer systems can reduce up to 30-40 percent 
energy usage. Air-source heat pumps and water-source pumps are very efficient, with an 
energy efficiency ratio of 10.5 and 15.2 respectively (California Energy Commission, 
Nov 2000). On the other hand, energy consumption can also be reduced by implementing 
new controllers. Timers and electronic time clocks can manage the system operation by 
reducing the heating or cooling power and even shutting off the system determined by the 
occupancy in the buildings. Also, electronic thermostats and computerized energy 
management systems can automatically manage the energy usage in the building based 
on outside weather conditions and occupancy in the buildings. All of these improvements 
can result with significant amount of energy savings, but the actual savings will be 
different from site-to-site, depending on the technologies being adapted (California 
Energy Commission, Nov 2000). 
 
 2.7.2 – Lighting Improvement 
Recent advancement in light bulbs, lamps, and control technologies provide many 
options for saving energy by upgrading lighting systems. The most cost-effective 
application is to replace the T-12 lamps with T-8 lamps, which will reduce energy usage 
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by 33 percent and save $12 per fixture per year (Smyth, 2012). On the other hand, high-
intensity discharge lamps are also a good choice, since they are more energy efficient and 
have a longer life span (16,000-24,000 hours) compared to incandescent lamps (2,000-
20,000 hours). The controls also play a vital role of saving energy; the occupancy sensors 
can result in 25 to 50 percent lighting use as compared to manual switching. In general, 
lighting accounts for 35 to 45 percent of an office building’s energy use, the energy 
consumption will decrease by 30 percent after installing energy efficient lighting systems 
at the facilities. In addition, the new lighting technology improves the light level, 
eliminates flicker or reduces glare, resulting in increased production for the employees 
(California Energy Commission, 2000). 
 
 2.7.3 – Variable Speed Drives (VSDs) 
Also known as variable-frequency drives, these electronic systems moderate the 
speed of the motor to adjust the flow/pressure to achieve optimal energy performance. 
VSDs operate by adjusting the frequency of the power to change the speed of the motor. 
The purpose of VSDs is to make the pumps delivering water become as energy efficient 
as possible. VSDs can also be used in wastewater plants to manage the aeration and 
chemical feed for energy saving. One of the largest energy consumption systems at the 
water treatment facilities is pumping and aeration and VSDs aim to solve that issue. By 
using VSDs, energy consumption can be lowered versus using single-speed drives. 
Another advantage of VSDs is that when the motor is started, it starts out slowly and then 
increases speed over time while for single-speed drives, motors would abruptly start. 
Abruptly starting motors at max speed will deteriorate the life of motors as it puts a 
mechanical as well as an electrical stress on the motor. All of these advantages save 
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energy, prolong the life of the motor pumps, and reduce motor repair costs. It is stated 
that VSDs can reduce a pump’s energy consumption by as much as 50 percent, which 
could save thousands of dollars or even more annually. While VSDs are reliable and easy 
to operate, they do have the possible disadvantage of being expensive to install. The price 
for a VSD depends on amount of horsepower that the motor performs. For a five 
horsepower motor, the cost would approximately be $3000. For a custom made 300 
horsepower motor, the price could be up to $45000. However expensive it may be, the 
payback time of paying for the VSD installation can last anywhere from a few months to 
a few years for 25 to 250 horsepower models (California Energy Commission, 2000). 
The short payback time is a huge plus to using VSDs for any water treatment facility.  
 
 2.7.4 – Fine Bubble Aeration Mixing System 
Used to promote bacterial growth in wastewater, aeration systems provide air by 
mixing it with the wastewater. There are two common aeration systems that are used by 
the treatment facilities, which are the mechanical system and the subsurface system 
(Mcgee, 1999). The mechanical systems provide air by pushing the air from the 
atmosphere and forcing it into the water using propellers and blades. On the other hand, 
the subsurface system uses diffusers and any other devices placed in the water to pump 
oxygen into the water. The disadvantage of using mechanical systems is the energy 
amount used when compared to subsurface systems. For subsurface aeration systems, 
there are coarse and fine bubble mixing systems with the latter becoming more popular 
and replacing the coarse bubble diffusers. Fine bubble mixing systems, also known as 
fine pore diffusion, are considered the most efficient approach for delivering oxygen in 
wastewater treatment due to its high oxygen transfer efficiency. The fine bubble aeration 
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has many different types of diffusers, including three disc diffuser, tube/flexible sheath 
diffuser, plate diffuser, dome diffuser, and membrane diffuser. 
Fine bubble aeration has a much higher surface area as it produces many small 
oxygen bubbles as well as having a slower rise speed to the surface in the wastewater 
versus larger bubbles produced by the coarse bubble aeration system (EPA, 1999). 
Because the aeration system of a wastewater treatment facility can consume anywhere 
from between half of the facility’s power, upgrading the aeration system to become 
energy efficient is very beneficial. Not only is it efficient, but also it consumes little 
energy. The disadvantage of using this system is that it requires a lot of maintenance as it 
becomes dirty much easily and has high initial costs. 
 
 2.7.5 – Heat Recovery Systems 
Heat recovery takes the energy within liquids or gases and reuses the energy for 
other purposes instead of letting it go to waste. The heat recovery process is 
accomplished by making use of a heat exchanger which exchanges heat from one source 
to another source. Heat recovery techniques include the use of air or water as the gas or 
liquid medium. First, for heat recovery from air, heat recovery makes use of heated old 
stale air or the hot exhaust to heat up fresh air. With this approach, the heat energy used 
in the old air or exhaust can be transferred to the new air, saving the energy needed to 
heat the air. There are a few drawbacks for these energy efficient systems, although these 
drawbacks can be easily accommodated for. One drawback is making sure that during the 
heating process, the two different air sources do not mix or leak, since mixing or leakage 
could result in a dangerous situation. Heat recovery is more effective for colder climates 
as the need to have ventilation of fresh air especially during the winter.  
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For heat recovery from water, heat recovery takes the discarded hot water and 
uses that heat energy for a variety of tasks such as heating the new fresh water. Annually, 
235 billion kWh worth of recoverable energy from hot water is discarded through drains 
(Newton, 2011). The Department of Energy (US DOE) estimates that the energy lost in 
hot water is between 80 and 90 percent (EERE, 2005). Water heat recovery is only 
feasible if the community wastes sufficient amount of hot water that can allow for 
processing by the treatment facilities. Most of the hot water from residential households 
comes from showers and washing machines. By the time the hot water reaches the 
wastewater facility, it will relatively cool or lukewarm. However, because it is easier to 
heat lukewarm water than cold water, some energy is saved. There are three main types 
of heat exchangers used in the water and wastewater treatment facilities, which are shell 
and tube heat exchangers, spiral heat exchangers and plate heat exchangers. 
A shell and tube heat exchanger is the most common type of the heat exchanger 
used for many different industrial applications such as fluid cooling, preheating, and 
evaporation. It is very efficient in recovering heat and designed to withstand high 
pressure (Ketema, 2007). Just as its name implies, the shell and tube heat exchanger 
consists of tube and shell cover where the heat transfer is made between fluids inside of 
the tube and outside of the tube. There are many configurations including u-tube heat 
exchanger and straight-tube heat exchanger although they operate based on a similar 
method: tube side and shell side fluid in, exchange heat, and out (Wenlock, 2011). The 
shell and tube heat exchanger is not suitable for handling sludge due to not being easy to 
clean. It is recommended to use the shell and tube heat exchanger for treated water heat 
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transfer. The unit price for the shell and tube heat exchanger can range from $1,000 to 
$20,000 based on the materials, size, and heat transfer capacity (Grainger, 2013). 
A spiral heat exchanger is a counter current flow heat exchanger with two-spiral 
channel coiled one around another. Hot and cold fluids flow in opposite direction and 
exchange heat inside of the two channels where fluid cross contamination is not possible. 
Depending on the heat exchange and pressure drop requirements, the channel width may 
vary from a quarter to two meters, covering half to 278 square meter of area (Lines, 
2013). Wide channel width of the spiral heat exchanger allows to effectively handle 
fluids containing sludge. Both sides of the heat exchanger are accessible that it is very 
easy to clean. Moreover, the spiral heat exchanger uses a self-cleaning mechanism where 
high fluid velocity due to fouled surface of the channel increases the fluid friction and 
thus scrubbing off the settled solids. Also, its counter flow arrangement makes it possible 
to achieve high thermal efficiency. The primary application of the spiral heat exchanger 
is to be used in anaerobic digester sludge heating. Digester sludge often contains about 
seven to ten percent of solid waste that tend to plug conventional heat exchanger (Lines, 
2013). The temperature inside of the digester tank must be kept around 20 to 40 degree 
Celsius for mesophilic digestion (NRCS, 2003). This is done by heating the sludge with 
hot water that flows counter currently in the exchanger. To meet the requirements for a 
range of sizes and specifications, most of the heat exchangers are custom built. However, 
there are some small heat exchanger units available for general use.  
A plate heat exchanger consists of several metal plates attached to four fluid 
carrying tubes and clamped  between fixed and movable head plates. In the plate heat 
exchanger, heat is transferred between cold and hot fluids counter currently to maximize 
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the thermal efficiency. The plate heat exchanger can be set up in a variety of 
configurations while occupying a very small amount of space due to its compact design. 
Like the spiral heat exchanger, cross contamination between two fluids is not possible 
and it is very easy to clean and maintain (Bengtson, 2010). The plate heat exchangers 
work efficiently for general fluid heating and cooling applications. They can be used for 
clarifier effluent cooling and heating recovery and building thermal control. Although 
this type of heat exchanger is economic and efficient to use, it has several limitations. 
The plate heat exchanger cannot handle high temperature difference between two fluids 
as well as other conventional heat exchanger units such as a shell and tube heat 
exchanger. Also, it has a potential for leakage and requires higher cost for pumping due 
to high pressure drop across the tubes (Alfalaval, 2010). The plate heat exchanger has a 
wide range of unit prices from $100 to $10,000 depending on the size, components, and 
heat transfer capacity (Grainger, 2013).  
 
2.8 – Financial Support 
2.8.1 – The SRF and ARRA 
The SRF is a fund administered by the US to support water and sanitation 
infrastructures by providing low-interest time loans. In order to obtain the SRF loans, 
each water treatment facility has to apply and demonstrate the importance of the project. 
All projects eligible for the SRF are listed and prioritized based on the type, size, 
environmental impact, and other factors of the projects. There are currently two SRFs, the 
Clean Water State Revolving Fund (CWSRF) and the Drinking Water State Revolving 
Fund (DWSRF). Since 1989, the Massachusetts SRF has used about $2 billion for federal 
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grants and state matching funds to finance $6 billion worth of clean water and drinking 
water projects (Grossman, 2013).  
The CWSRF provides loans to many different projects including wastewater 
treatment and collection projects, drainage improvements, landfill closures, brownfield 
remediation, and other non-point source projects. To date, approximately $89 billion was 
budgeted for the CWSRF to finance the water and wastewater treatment facilities and 
other green infrastructures for water quality projects throughout the US (EPA, 2013). 
Loan repayments are recycled back into individual CWSRF program with interest. The 
CWSRF can provide 100 percent of the project cost with 20 years of repayment period 
(Perez, 2012). The interest rate for the CWSRF loan is only two percent which is half of 
the market interest rate of 4 percent. In fact, a CWSRF funded project would cost 19 
percent less than the project funded at the market rate (EPA 2013). Debt service on the 
SRF bonds is paid from 3 sources which are interest earning from the borrower, the debt 
service reserve, and the subsidy payments provided by the Commonwealth (Grossman, 
2012). The CWSRF is expected to grow over time as interest earnings and repayments of 
loans continue to increase. In fact, about 18 percent of the CWSRF revenue is from the 
interest earning.  
In 2013, the CWSRF expanded the program by providing $186 million to 
additional 46 borrowers, out of which, 15 were for the Community Septic Management 
Program (CSMP). Financial supports for eligible projects are provided through the 
Interim Loan Program with monthly interests whose interest rate is set at half of the one-
year Massachusetts Municipal Depository Trust (MMDT) rate. In FY 2013, about $118 
million was used to fund 79 projects though the Interim Loan Program with an average 
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interest rate of 0.13 percent (Grossman, 2013). Extended financing for the program is 
also available for the projects that have at least 30 years of pay back periods.  
In 2009, the American Recovery Act (ARRA) was passed and budgeted $4 billion 
to provide financial supports to the drinking water and clean water projects. The ARRA 
included new options to CWSRF programs such as the Green Project Reserve (GPR). It 
was quite successful and many projects received benefits from the ARRA through the 
GPR. The ARRA provided around $133 million in each year from 2009 to 2012. 
However, about 87 percent of the ARRA funds were used by end of 2011 and the ARRA 
related funds and workloads decreased significantly in 2013 (Babauta, 2013). Hence, it is 
hard to expect funding from the ARRA at this point. 
Like the CWSRF, the DWSRF provides loans to finance water quality projects 
with low interest rates and long and flexible repayment periods. The Division of 
Municipal Services of MassDEP and the Massachusetts Water Pollution Abatement Trust 
administer the DWSRF. Every year, the program operates with approximately $125 
million to fund engineering, designing, and constructing the water and wastewater 
treatment projects (Riedell, 2010). The sources for the DWSRF revenue are the borrower 
repayment, the interest earning, and the Commonwealth contract assistance. In 2013, 
about 73.6 percent of the DWSRF revenue comes from the borrower repayment, 13.9 
percent from the interest earning, and 12.5 percent from the contract assistant (Grossman, 
2013). 
In 2012, the DWSRF program was expanded by funding $119.7 million for 35 
water treatment projects. Series 16 Pool Program Bonds were also issued in June 2012 
and provided $98.8 million in 25 drinking water loans (Grossman, 2012). These loans 
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have time limits of two years during which the borrowers have to spend the project funds. 
In 2013, the DWSRF program funded 16 projects with $40 million. This is a significant 
decrease from the previous year’s budget. In addition, Interim Loan Program provided 
$46.6 million to 35 projects with an average interest rate of 0.13 percent. Generally, the 
DWSRF does not require the Green Project funding. Nonetheless, the green projects are 
identified in the Drinking Water Project Benefits Reporting System (PBR) and financed 
through the DWSRF (Grossman, 2013). 
 
2.8.2 – Solar Energy Opportunities 
 
Solar Carve-Out SERCs is a program to support residential, commercial and 
public, and non-profit entities in developing 400 MW of PV system across the 
Commonwealth of Massachusetts. In order to participate in this program, the PV system 
must have a capacity of 6 MW or less per parcel of land, be located in the 
Commonwealth of Massachusetts including municipal light district territories, use some 
of its generation on-site, and be interconnect to the utility grid. Projects that have 
received funding from programs administered by MassCEC or Renewable Energy Trust 
prior to the start date of the Solar Carve-Out Program in January 1, 2010 or those that 
received substantial funding from the American Recovery and Reinvestment Act 
(ARRA) federal stimulus programs are not eligible to participate in the program (Mass 
EEA, 2013). 
Commonwealth Solar II is a project that provides rebates for homeowners and 
businesses across Massachusetts who installs solar PV. The rebate is granted thorough a 
non-competitive application for the installation of PV projects by licensed and 
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professional contractors at residential, commercial, industrial, institutional and public 
facilities. Additionally, further incentives are available for using components built in 
Massachusetts. The rebates are generated by multiplying per watt incentive times the 
nameplate capacity up to 5 kW of the system. Projects are only eligible if the total 
capacity is under 15 kW. The base incentive is $0.40 per watt, Massachusetts company 
adder is $0.05 per watt, and natural disaster relief adder is $1.00 per watt (Mass CEC, 
2013). 
Leasing the solar system could be another option for the solar PV installation 
opportunities, especially when the project does not qualify for any of the financial aid 
programs. The biggest benefit for leasing the PV systems is that the monthly payments 
may be lower than the previous utility bill, resulting in immediately saving. And the 
saving benefitted from solar energy will continuingly increase throughout the entire term. 
The lease provider will take care of the maintenance for twenty years, since they are the 
owner of the system, on the other hand, the leaser will not be able to get any rebates, 
incentives or RECs. At the end of the lease term, the final cost for the user is about two to 
three times, more than the cost it would be to install and maintain the solar system. 
Leasing is a good way to go solar, savings will be resulted immediately, and the better 
investment is to purchase the system, especially when cash flow is not the primary 
objective (AMECO, 2013). 
2.8.3 – Wind Opportunity  
Commonwealth wind program is offered by MassCEC. MassCEC assists wind 
energy development in Massachusetts that can help achieve the goal for clean 
environment and a strong economy. The Commonwealth wind project has been 
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supporting electric customers and the wind development community since 2000. The 
commonwealth wind program supports small wind, community wind and commercial 
wind projects. The small wind project utilizes wind turbines with power capacity less 
than 100 kW. Community wind is a wind project that utilizes one or more wind turbine 
with power capacity of more than 100 kW serves a load located on the project site which 
will have net-metering agreement with the utility company or will serve the load 
requirements of a host municipal light department. Commercial wind is a project serves 
the ISO-New England wholesale electricity market or a municipal light plant system. Site 
assessment grants of services, feasibility study grants and development grants, 
development grants will be available for both community and commercial wind projects. 
In addition, there will be rebates for the small wind construction based on the turbine-
rated capacity and expected production (MassCEC, 2013). 
2.8.4 – Hydropower Opportunity 
Commonwealth hydro program is offered by MassCEC. The major three projects 
focused by this program are upgrades to federal energy regulatory commission (FERC)-
licensed facilities that will result in greater generation, developments of new hydropower 
plants that make use of the water flowing in artificial conduits such as the water 
distribution system, and modifications to the facilities on FERC-licensed canals. 
Meanwhile Commonwealth hydro program is limited to the projects that will demonstrate 
a high possibility of qualifying for the Massachusetts renewable energy portfolio 
standard. Only projects implementing commercially available technologies are eligible 
for this funding program which has an available fund of $1,200,000. Grants for eligible 
projects will be limited to less than $600,000 or 50 percent of the actual project cost, or 
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$0.025 for every kWh increased after upgrades. Also, grants for feasibility studies will be 
less than $40,000 or 80 percent of the cost. The maximum grants can be calculated as 
follows (MassCEC, 2013). 
                                                                   
 2.8.5 – Biomass opportunity  
Commonwealth Organics-To-Energy program provides funding to educate 
business and communities about biomass to energy technologies and help them to 
evaluate biomass projects and support constructing the facilities. The projects must be 
located in the service area of the electric distribution companies under the Massachusetts 
Renewable Energy Trust Fund administered by the MassCEC (EPA, 2013). The 
electricity produced must be eligible for the Mass Renewable Portfolio Standard. The 
major technology supported by this program is anaerobic digestion although limited 
amount of award may be made for projects using other available technologies. In order to 
apply the grants, the construction projects must implement proven technologies with 
expected life for the structure and equipment of 20 years. Moreover, the projects should 
be economically viable. The maximum amount of the grant provided by this program is 
$400,000 or 25 percent of total project cost whichever is less (MassCEC, 2013).    
2.8.6 – Tax Incentives  
Tax incentives for private reinvestment in renewable energy, there are three kinds 
of incentives suitable for the ZNE project. The facilities that produce electricity from 
solar power will be able to get 30 percent of an investment tax for the next years’ service. 
Facilities that produce electricity from wind, biomass, and hydropower are eligible for a 
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production tax credit which should be payable within ten years (EPA, 2009). The 
estimated budget of the tax incentive program is $285 million over ten years. Clean 
renewable energy bond authorizes $1.6 billion of new clean renewable energy grants to 
finance facilities that generate electricity from wind, biomass, hydropower. The total of 
$1.6 billion grants will be divided into three parts: one thirds of it will be used for 
qualifying projects of state, local, and tribal government, one-thirds for qualifying 
projects of public power providers, and the rest for qualifying projects of electric 
cooperatives (Hatch, 2009).  
 2.8.7 – Renewable Energy Certificates 
 
Renewable Energy Certificates (RECs) are tradable energy certificates that can be 
sold. A REC is provided to a facility that is generating green energy. One REC is given 
out to a particular facility for every 1,000 kWh of clean energy that it produces. The 
purpose of the REC is to make it so people who do buy the RECs is equivalent to them 
supporting the green energy projects directly by providing financial support and claiming 
that they are “buying” renewable energy. Because the green energy that was produced is 
mixed with conventional energy, consumers cannot easily choose which electricity to buy 
so RECs was created to solve this problem. Once a certificate is purchased and used, it 
cannot be used again. Each time a certificate is sold, some of the new renewable energy 
projects can be built such as the energy projects that can be built at these water and 
wastewater treatment facilities (EPA, 2008). The REC prices are based on market 




Table 2. Annual Renewable Energy Certificate Rate (DiBara, 2014) 
Renewable Energy Option REC Rate* 
Solar PV System $0.20/kWh (first 10 years) 
$0.03/kWh (next 10 years) 
Wind Turbine $0.03/kWh (20 years) 
Hydropower turbine $0.025/kW (20 years) 
AD and CHP system $0.03/kWh (20 years) 
 *Estimated REC rates reflect the assumption that were used in the economic analysis 
2.8.8 – Additional Grant Opportunity 
The American Recovery and Reinvestment Act of 2009 (ARRA) provided a very 
unique opportunities to municipal water and wastewater treatment facilities. To promote 
better energy efficiency and clean energy usage, MassDEP and MassDOER collaborated 
to open more incentive opportunities to support facilities that are considering system 
efficiency upgrades and renewable energy generators. A total of $1,500,000 is available 
and provided through the Regional Greenhouse Gas Initiative (RGGI) and Alternative 
Compliance Payments (ACP). Only municipal or district water and wastewater treatment 
facilities are eligible for the project and any project with project cost under $100,000 will 
be fully financed through the program. This opportunity will be open in April 16th, 2014 
and receive the application until April 23th, 2014. Awards will be first come, first served 
basis and the maximum grant for each facility is $200,000. Following is a brief summary 
of eligible projects for this grant opportunity (Claeys, 2014). 
 Energy efficiency projects 
 Renewable thermal energy projects, including water, wastewater or air-sourced 
heat pumps, and solar thermal 
 In-line micro hydropower turbines 
 15% project cost of a facility owned solar PV system with less than 200 kW 
capacity 
 Combined Heat and Power (CHP) projects 
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2.9 – Background Summary 
Water and wastewater treatment facilities require a vast amount of energy to treat and 
distribute water to local communities. In order to reduce the energy consumption and air 
emission, MassDEP is working its way through to identify the energy efficient options at the 
water and wastewater treatment facility. Developing and implementing the energy improvement 
plan requires a thorough economic and environmental analysis in order to identify the most cost-
effective, clean, and feasible energy improvement options. Both energy efficiency and renewable 
energy must be developed concurrently to reduce energy consumption and achieve sustainable 
energy. Certainly, there are many energy efficient systems currently available and many facilities 
see great benefits from installing them.   
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3.0 – Methodology 
The overall goal of this Interactive Qualifying Project (IQP) is to develop a plan to 
increase energy efficiency and reduce energy consumption at three treatment facilities: one 
drinking water treatment facility and two wastewater treatment facilities. By achieving this goal, 
these facilities will have more opportunities to pursue energy independence and save money. In 
this chapter, the objectives that the team will perform are outlined below.  
 Receive the assigned drinking water and wastewater treatment facilities for the project 
participation 
 Conduct background research and contact facility owners and operators to confirm their 
project participation 
 Visit facilities and collect additional data 
 Determining Potential Renewable Energy Options  
 Develop an economic summary for each facility 
 Develop a brief environmental summary regarding amount of CO2 reduced  
3.1 – Receiving Facilities for the IQP 
MassDEP identified and provided three facilities with potential in energy reduction and 
cost savings to the WPI team for the IQP. The selected facilities were the Pepperell Wastewater 
Treatment Facility, the Millis Drinking Water Facility, and the Southbridge Wastewater 
Treatment Facility. Moreover, MassDEP provided energy audits and other information regarding 
these facilities for energy assessments. The final report for each facility was submitted after a 
thorough economical energy assessment has been completed.  
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3.2 – Conducting Background Research 
With the three facilities selected, necessary background research on the facilities were 
performed to determine what energy efficient upgrades and renewable technologies are available 
to benefit the facility. For this IQP, the team focused on the four main renewable energies which 
are solar power, wind power, hydropower, and biomass. The renewable sources available at the 
plant site were identified and evaluated using Geographic Information System (GIS) data on 
solar, wind, and biomass provided by the NREL. Moreover, results from benchmarking tools 
such as EPA’s ENERGYSTAR Portfolio Manager and MassDOER’s MassEnergy Insight 
regarding the facilities were analyzed. These tools provided useful data that display the trend of 
the facilities’ energy consumption and costs. Energy audits provided by MassDEP already 
provided energy reduction plans with energy efficiency measures of each component of the 
facility. Therefore developing the energy reduction plans is ranked lower than the renewable 
energy options on the team’s priority list.  
3.3 – Visiting Facilities and Collecting Data 
After MassDEP finalized a working date with each facility for the site visits, the team 
visited each facility and collected important information for further analysis that could not be 
found through simple background research. The data that was collected included, but is not 
limited to, current energy usage, energy efficiency, energy costs, size/location of facility, current 
technologies being used, and actual usable land. The data collected from the site visits will 
complement data obtained earlier from background research and aid the team in deciding what 
upgrade and renewable technology would be the most practical.  
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3.4 – Conducting Renewable Energy Assessment  
Each renewable energy technology has many requirements to be feasible and efficient. 
However, it is hard to satisfy all the requirements due to limited amount of renewable resources 
and available area at the site. To implement the renewable technology effectively, it is crucial to 
determine and rank the available resources and area according to their abundance and size. 
Overall, solar power, wind power, hydropower, and biomass assessments take similar steps in 
determining their feasibility.  
3.4.1 – Solar Power  
When performing the solar power assessment of the facility, many factors were 
accounted for. Two important factors that decided the overall power output of the PV 
system were the average solar hours each day as well as the area of the solar PV system. 
GIS maps provided the annual solar insolation in Massachusetts while the area was 
calculated by using Google’s satellite images. Available area for the project was 
confirmed during the site visit where the facility managers provided information on 
available area at the site for solar project. The team checked possible ways of 
implementing the solar arrays either ground mounted, roof mounted, or a combination of 
both. The following formula was used to calculate the annual energy output of the system 
with an assumption of 80 percent of area efficiency.         
       (   )        (  )                        (
   
  
)                    
With the energy of the PV system calculated, the capacity of the system was determined 
by dividing solar hours per year and the performance ratio of the panel. The maintenance 
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fees and other operational fees were taken into account when calculating the cash flow of 
the PV system. If the system produced sufficient energy to pay the project cost back 
within a short amount of time as well as results in a significant energy reduction in the 
facility, it would be highly recommended to install the system.  
3.4.2 – Wind Power  
The wind power assessment followed a similar method as the solar power 
assessment. One of the most important factors in determining the practicality of 
constructing wind turbines was the wind speed at the site. Minimum operating wind 
speed for wind turbines is 10 mph. For the wind turbine to be efficient, the wind speed 
must exceed 14.5 mph and be at least 30 m above the ground. NREL GIS maps provided 
the data on the wind speed profiles at altitudes of 30, 50, 80, and 100 m in Massachusetts. 
The power output of the wind turbine depended on the rotor diameter and average wind 
speed. Following is the power output equation for the wind turbines from NREL. 
       (   )                        (  )            (   )  
The value obtained from the equation was verified with the energy output curve of the 
wind turbine. 
To make the calculation easier, small wind turbine systems with an average rotor 
diameter of 20 m was used for analysis since the selected water and wastewater treatment 
facilities are relatively small. In addition to estimating power output, the available project 
area needed for the project determined by using Google maps area calculator. The wind 
turbines usually have to be placed at least 90 meters away and six meters above any 
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nearby building to receive uninterrupted wind. If the facility satisfies all of these 
requirements, the wind turbines could be built at the site. Moreover, the project cost of 
the wind turbine was calculated with 30 percent engineering cost. 
3.4.3 – Hydropower 
When performing the hydropower assessment of the facility, the amount of head 
and water flow rate is important when considering hydropower. The hydropower turbine 
has to be installed in the effluent pipe rather than the influent pipe to prevent residue 
accumulation unless the influent is as clean as the effluent and has high potential for the 
hydropower. Hence, the effluent water flow rate was measured along with the total 
available head in the facility. Since most of the wastewater treatment facilities have low 
available heads, it is recommended to install an in-line reaction hydropower turbine. The 
power produced by a reaction turbine with efficiency e in water with density   and 
velocity V through a cross-sectional area A is: 
      (  )  
 
 
      
For drinking water facilities that have relatively high heads and slower flow rates, 
installation of impulse turbines is recommended. The power generated by an impulse 
turbine with efficiency e, head H and flow rate Q is 
      (  )  
     (  )       (   )
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In some facilities, both the head and the flow rate are low, so neither impulse nor reaction 
turbines are suitable for use; in this case, a Pumps-as-Turbine (PAT) systems are the best 
choice. The power capacity for a PAT system can be calculated as… 
      ( )                      (      )        (   ) (PAT) 
The average efficiency of a conventional hydropower turbine is about 75 percent, and the 
capacity factor is around 75 percent (Lalander, 2010). 
For the hydropower analysis, a virtual site screening with Google maps or GIS 
maps data cannot provide much data. Therefore, the data were obtained from pipeline 
plan and from site visits. The hydropower turbine are usually customized, the cost is 
determined by the head, the flow rate, and the sites to be installed.  
3.4.4 – Anaerobic Digestion 
Performing the anaerobic digestion (AD) assessment depended on a few primary 
factors, which included the amount and type of the biomass produced at the site or nearby 
the site. AD could be implemented at wastewater treatment facility due to high biomass 
production. The usable part of biogas generated from the biomass was around 60 to 70 
percent, out of which only 30 percent could be converted into electricity. For the analysis, 
the AD system was coupled with the CHP to maximize energy output and recovery rate, 
for the CHP has a recovery efficiency of about 75 percent. The biomass produced more 
biogas when it was mixed with the food waste or other materials with high levels of 
organic content. Hence, having a large dairy farm, or industrial processing facility 
generating consistent streams of organic materials nearby, and a good transportation 
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network to the facility increased the positive economic potential for biogas production for 
a facility with digesters.  
The site assessment and feasibility study were conducted using Google maps and 
information provided by the facility. Google maps provided a detailed site screening for 
the available project area and transportation to the nearby the dairy farm and landfill. 
Information on the facility’s annual sludge production was used to determine the total 
energy output of the AD system, which was then used to calculate annual electricity and 
heat production. Afterwards, the size of the CHP was found using the total energy output 
to determine the most optimal CHP option. The project cost of the AD and CHP was 
estimated based on the assumption that the system was co-digestion. 
3.5 – Developing an Economic Summary for each Facility 
Based on the data obtained from the field investigations and simulations, an economic 
analysis was performed for the chosen renewable technologies and upgrades for each facility. 
This economic summary contained information including potential project costs, incentives, 
annual energy savings, loans, and total cash flow of the project for each participating facility.  
The project cost of the PV system depends on the number of solar panels that can be 
mounted on a given area. However, to make this calculation easy, the team assumed that a PV 
system would cost around $4,000 per kilowatt produced. Same type of analysis was applied to 
wind and hydropower turbines. Although both turbines had various unit prices depending on 
different models, $3,000-5,000 per kilowatt and $8,600 per kilowatt were used to estimate the 
project cost of the wind and hydropower turbines, respectively, for easier calculation. The overall 
capacity of the renewable system was found by converting the total energy output (kWh) 
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calculated in the previous section into kW. Once obtained, the overall capacity was multiplied by 
the price rate of corresponding system to estimate the project cost. For the AD and CHP, the 
project cost could not be determined as simply as the solar PV, wind turbine, and hydropower 
turbine. They are mostly custom built and it was necessary to contact the company with detailed 
specifications or use similar case studies and reports to approximate the project cost.  
Available amount of the incentives for each type of renewable technologies was 
estimated based on the grant information provided by MassDEP, MassCEC, and MassDOER. 
Moreover, 20 years period loan with two percent interest was applied to each project to 
breakdown the total project cost and allow positive cash flow. 
The total cumulative cash flow was the final thing to consider when concluding whether 
the project was economical. The total cumulative cash flow is the sum of the difference between 
the anticipated savings and the loan payment period. The anticipated savings included savings 
from the annual REC, energy efficiency upgrades, and on-site generation. The loan payment 
included the 20 years loan for the implementation of renewable technology and the 2.5 years 
zero interest loan from National Grid for the efficiency upgrades. To maximize the cash flow, it 
was crucial to achieve large savings and incentives and low project cost. If a certain renewable 
energy technology had significantly high cash flow, then that would be the best option for the 
facility, for it saved more money for the next potential project. With all of these data provided in 
results section, the facilities would be able to make smart choices on what to upgrade and 




3.6 – Developing a Brief Environmental Summary for each Facility 
In addition to the economic summary, the team also made a brief environmental summary 
as an addition to show the amount of CO2 reduced if the project were to be pursued by the 
facility. This summary covered the GHG emissions. The GHG emissions is calculated by simply 
taking the product of the overall power output and the amount of CO2 generated which was 909 






4.0 – Results  
The goal of this project was to determine whether any potential energy efficiency 
upgrades and renewable energy generation alternatives could to reduce the energy consumption 
and ultimately, reach the zero-net energy use for a set of three trial water and wastewater 
treatment facilities. The three facilities analyzed in this report include the Pepperell Wastewater 
Treatment Facility in Pepperell, MA, the Southbridge Wastewater Treatment Facility in 
Southbridge, MA, and the George D’Angelis Water Treatment Facility and associated water 
treatment system in Millis, MA. The renewable energy recommendations for the for the three 
water and wastewater treatment facilities was developed in collaboration with Massachusetts 
DEP, and Departments of Public Works for the corresponding towns. The results of the analyses 




4.1 – The Pepperell Wastewater Treatment Facility  
The Pepperell Wastewater Treatment Facility was built in 1980 to treat wastewater from 
the towns of Groton and Pepperell, Massachusetts. The facility has eight pump stations, eight 
generators, 30 pumps with various sizes and models, five air blowers, 28 pump controllers, three 
UV disinfection units, and other types of mechanical and electrical treatment equipment 
(Pepperell Department of Public Works, 2012). Although the facility was designed to treat 1.13 
million gallons per day (MGD), it currently treats 540,000 gallons of wastewater and 3,000 
gallons of septage every day from 1,850 customers. Figure 8 shows a satellite view of the facility 
located at 47 Nashua Road, Pepperell, Massachusetts. 
 
Figure 8. Pepperell Wastewater Treatment Facility Satellite View (Google Maps, 2014) 
The annual revenue of the Pepperell Wastewater Treatment facility is around $2 million, 
over 60 percent of which come from Groton and Pepperell usage charges. The debt has increased 
by 70 percent since 2008 and the facility is considering to increase the rate for the Pepperell and 
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Groton Sewer by three percent. Detailed sources of the facility’s annual revenue can be seen in 
Figure 9.  
 
Figure 9. Pepperell Wastewater Treatment Facility Annual Revenue (Stevens, 2008) 
4.1.1 – Wastewater Treatment Process 
The Pepperell Wastewater Treatment Facility is a small plant that implements an 
extended aeration wastewater treatment process. The main components of the treatment process 
are a grinder, grit removal chamber, fine bubble aeration tank, secondary clarifiers, and 
ultraviolet (UV) disinfection unit.  
Influent wastewater stream transferred by the pumping stations enters the grinder, which 
reduces the size of the solid particles in the wastewater stream to about a quarter inch. The 
wastewater stream goes through two wet wells and a grit removal chamber where grits are 
removed from the stream. Afterwards, the waste stream flows to the aeration tank, which has a 
detention time of 24 hours. After the aeration tank, the wastewater enters the clarifier and passes 
through the UV disinfection units before it is discharged to the Nashua River. A portion of the 
sludge removed from the clarifier is recycled to the aeration tank, or stored in the aeration tank or 
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the aerated sludge storage tank. A detailed schematic diagram of the facility’s operation process 
is shown below in Figure 10 (Jones, 2012). 
 
Figure 10. Pepperell Wastewater Treatment Process Diagram (Jones, 2012) 
4.1.2 – Current Energy Use of the Facility 
In 2012, the Cadmus Group, Inc. conducted a thorough energy audit to identify options 
that could improve energy efficiency and reduce GHG emissions at the Pepperell Wastewater 
Treatment Facility. Figure 11 represents the monthly energy consumption of the facility over five 
years, a part of the Mass Energy Insight results from the audit. The EPA Portfolio Manager Tool 
was not used to benchmark the facility since it is not designed to benchmark efficiency of small 





Figure 11. Annual Electricity and Gas Consumption (Jones, 2012) 
The Pepperell Wastewater Treatment Facility consumes over 210,000 kWh of electricity 
and 8,000 therms of gas annually. Electricity is consumed consistently throughout the year, 
reaching its highest point in January. On the other hand, gas is consumed mostly during the 
winter because it is used exclusively for comfort heating. The facility’s electric consumption data 
for two months in 2008, September and November, are missing and the usage pattern of 2008 
does not seem to follow the general usage trend of four consecutive years. In fact, unlike every 
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other years in the data record, the facility used a significant amount of energy in August and 
October in 2008. Moreover, the energy audit estimated the facility’s average daily electricity use 
to be 1,077kWh, which is almost twice of its’ reported daily use. The Cadmus Group, Inc. 
suggested that there might be some problem with the billing meter or an additional feed to the 
plant (Jones, 2012).  
 
Figure 12. Breakdown of the Facility’s Energy Consumption (Jones, 2012)  
Figure 12 shows the electric consumption for various types of equipment. As shown in 
this figure, the majority of the facility’s electricity use is associated with the pumping and 
aeration process which together comprise of 82 percent of the total electricity use. Hence, it is 
crucial to improve the efficiency of the pump and aeration system to achieve a significant energy 
reduction. 
The Pepperell Wastewater Treatment Facility purchases electricity and natural gas from 
National Grid at an average cost of $0.141/kWh and $1.337/therm, respectively. The facility’s 
annual gas cost decreased from $13,000 to $6,000 since 2009 due to a decline in natural gas 




4.1.3 – Efficiency Potential  
The Cadmus Group, Inc. conducted energy audits on the facility and provided efficiency 
improvement options and other recommendations. Following is a summary of the energy audit 
results and recommendations (Jones, 2012). 
 Operate two wet wells as one instead of operating them independently to increase the 
capacity of the wet wells. The increased capacity will allow longer on and off period of 
the influent pumps to save energy. 
 Increase the minimum speed of the main lift pumps to increase the pumping efficiency 
and rate. The main list pumps operate at a very low efficiency of 50 percent. They need 
to be checked and repaired to restore their designed efficiency of 80 percent.  
 Control the VSDs to operate the RAS pumps with minimum speed to meet the flow 
requirements to the activated sludge and the aeration basin. 
 Install small pumps for low influent flow to minimize on and off cycle of the pumps. The 
main lift pumps have a pumping capacity of 1500gpm while the average influent flow 
rate is only 375gpm. Hence, it is practical to use smaller pumps to handle low flow rates. 
 Upgrade the lighting systems from T12 lamps to T8 lamps to achieve higher efficiency. 
 Install a primary and secondary (master/slave) control system to control the valves with 
DO sensors and the blowers with air pressure.  
 Replace the existing Roots blower with a K-Turbo blower, which increases the blower 
efficiency by 10 to 20 percent. 
 Upgrade the existing pumps with NEMA5 PremiumTM efficiency motors. This option has 




 Replace natural gas boiler with a condensing or pulse-combustion boiler. This option has 
the least priority since the facility does not depend on gas as much as electricity. 
Once implemented, the facility is anticipated to save approximately $23,694 annually with an 
estimated installation cost of $109,114. Average payback year for this modification project is 
around 2.5 years with a total potential incentive of $48,821. Moreover, a 2.5-year term National 
Grid In-Bill Financing loan with no interest is applied to cover up the project cost. A detailed 
economic summary of the audit can be found in Table 3. Disregard the annual savings of 
$19,778 and potential incentive of $17,950 in the chart since the updated values are provided 
above. 
Table 3. Cadmus Audit Economic Summary (Jones, 2012) 
 
 
4.1.4 – Solar Potential 
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The Town of Pepperell is marked with blue in the GIS solar map in Figure 13. Just like 
any other parts of Massachusetts, the Town of Pepperell receives annual PV solar ration of 4 to 
4.5 kWh/m
2
 per day. The Pepperell 
Wastewater Treatment Facility is a 
small facility where a large PV 
system cannot be built. Indeed, only 
a small part of the facility is 
available for ground mounting for 
the PV system. Roof mounting is 
also an option at this facility since 
most of the structures built after 1970s are designed to support loads far greater than two 
kilograms per square meter, which is a combined weight of the solar panels and the rack that 
supports the panels (Turnia, 2012). As shown in Figure 14, the facility has two areas where the 
solar panels can be built. Taking account of the abutting industrial zoned lot that the town is 
considering to purchase, the facility has approximately 1,823 m
2
 for ground mounting and 373 
m
2
 for roof mounting. If the compost area could be cleared, the facility will have significantly 
more area for the PV system, adding over 2,700 m
2
 to currently available area.  




Figure 14. Available Area for Solar PV (Google Maps, 2014) 
The maximum energy output that can be generated annually from the available area is 
541,039 kWh with 20 percent PV efficiency and 75 percent performance ratio (Fthenakis, 2011). 
The facility only consumes less than half of the maximum energy output that could be generated 
from the available area. To cover the annual energy consumption of the facility, the solar panels 
should have a total area of 850 m
2
. Since the area efficiency of the solar panel is around 80 




To generate 210,000 kWh, the PV system should have a capacity of approximately 170 
kW. The required capacity of the PV system may increase or decrease depending on its 
performance ratio. Assuming that the PV system costs around $4.0 per watt generated, a 170 kW 
PV system would cost around $680,880, assuming the system was designed and operated by the 
town. The 170 kW PV system will cover 100 percent of the facility’s energy consumption, 
resulting anticipated annual saving of $29,610. Operational and maintenance fees were taken into 
account as well. These fees include an annual service of data acquisition system monitoring and 
data upload for the solar arrays, maintaining the land such as mowing the grass that the solar 
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arrays are situated on, replacing the inverter once every decade, and optional monitoring and 
testing the solar panels and other various related equipment. The maintenance cost varies 
depending on the size of the solar array and services. The maintenance cost over 20 years is 
calculated to be $47,000 with average maintenance cost of $2,350 per year.  
The total cumulative cash flow from energy installation projects is $865,680 with 20 
years period loan with two percent interest and $0.2/kWh (first 10 years) and $0.03/kWh (next 
10 years) REC rate. Without energy efficiency upgrades, the facility saves the total cumulative 
cash flow reduces to $391,800.A detailed calculation for the economic analysis can be found in 
Appendix B. The cash flow of the PV project is demonstrated with Figure 15. A black line 
indicates the cash flow of the solar PV system without considering the efficiency upgrades. 
Another way to adapt solar PV system is to lease the whole system through a third party 
ownership, in this way the facility only need to pay the contractor for the electricity generated 
from the solar PV system. Under the contract, the service provider will install and maintain the 
system and the facility can either buy or renew the lease at the end of the contract. These 
agreements are known as Power Purchase Agreements (PPA). Solar Power Purchase Agreement 
is a long-term agreement between an energy developer and a customer to provide solar electricity 
at guaranteed long-term rates. The developer provides design, financing, maintenance, and 
support for all elements of the solar electricity system. Some of the major benefits of a PPA to a 
municipality include: 
 very little up-front costs 
 Predictable cost of electricity over 15-25 years 
 No need to deal with system design and permitting process 
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 No operating and maintenance responsibilities 
As an example, the Drinking Water District in Grafton just completed a 2 Megawatt Solar PV 
project in the summer of 2013, under a PPA that is anticipated to save the district approximately 
$150,000 per year for the next 20 year, $3 million in total. 
Implementing the solar PV indirectly reduces the greenhouse gas (GHG) emission by 
generating electricity with an eco-friendly method. When ignited, coal produces about 909 grams 
of carbon dioxide (CO2) for each kWh generated while natural gas produces about 465 grams for 
the same amount of electricity. The proposed 170 kW PV system generates a total clean energy 
of 210,000 kWh. This means that the facility reduces from 97.64 tons (natural gas) to 190.89 
tons (coal) of CO2 annually after installing the system.  
 
Figure 15. Solar PV System Cash Flow 
 








1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
Time (year) 
Solar PV System 
Total Est. Annual Savings ($) Total Annual Loan Payment
Total Cash Flow Solar Cash Flow
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Wind is another good source of renewable energy that the facility can use to generate 
electricity. According to the GIS wind map, Massachusetts receives poor to moderate wind in the 
central region. At 50 m 
above the ground, the 
maximum estimated wind 
speed is 5 m/s at the facility 
marked with a blue dot in 
the GIS map in Figure 16, 
which is equivalent to 
11.18 mph. Wind turbines typically require wind speeds greater  than 14.5 mph to become 
efficient. Typically, wind speeds at higher elevations are used to assess the wind potential. 
According to Figure 16, the wind speed at 80 m above the ground is around 5.5 m/s, which is 
12.3 mph. As such, even at 80 m, the wind speed is still under the efficient level. Total annual 
energy output (AEO) of a small wind system was calculated using the following formula 
provided by NREL:  
                          (  )                   (   )  
Since Pepperell is a small wastewater treatment facility that does not have enough space 
to install large wind turbines, an option to consider would be to implement a small wind energy 
system with a maximum energy output of 100 kW. Assuming that a small wind system has an 
average rotor diameter of 20 m or 65.6 ft, it would be able to produce up to 106,401 kWh/year 
when built 80 m above the ground. Figure 17 is an energy output curve for 100 kW wind turbine, 
which gives slightly lower value of around 95,000 kWh. 




Figure 17. Annual Energy Production of 100 kW Wind Turbine (Powerworks, 2013) 
To become energy independent using wind energy, the facility would have to install at least two 
100 kW wind turbines. Small wind energy systems are usually for domestic use and they 
typically cost around $3,000 to $5,000 per kWh of capacity (Jeandenis, 2010).  




) of area for construction 
(European Wind Energy Association, 2013). They have to be built 30 m above the ground and 
below maximum Federal Aviation Administration (FAA) height limit of 137 m (or 450 ft) 
(Reichle, 2013). Also, their height has to be at least 9 m taller than any structure within 90 m 
radius to get uninterrupted wind. Minimum wind speed of 10 mph at 30 m above the ground is 
typically required to spin the blades (European Wind Energy Association, 2013). It is unrealistic 
to install a 100 kW wind turbine on the roof because of its size and weight. Therefore, the 
options for installing a wind turbine on the ground were considered. The area available for a 
wind turbine is shaded with green in Figure 18. The shaded area is 1,823 m
2
. Considering that 
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each 100 kW wind turbines requires a 90 m radius of free space for uninterrupted wind, only one 
wind turbine would be able to  fit into the space.  
 
Figure 18. Available Area for Wind Turbines (Google Maps, 2014) 
The town currently purchases electricity for the facility from National Grid at the 
Demand G-2 rate of $0.141/kWh. Since the proposed 100 kW wind turbine is expected to 
produce 106,401 kWh annually, the town would save approximately $15,000 per year. If the 
engineering and installation fee of the project were to cost 30 percent of the total project cost, the 
facility would have to pay an average of $571,430 for implementing a 100 kW wind turbine.  
Site assessment grants, feasibility study grants, and development grants are available 
through MassCEC Commonwealth wind program. The facility would need a wind turbine with 
around a 100 kW power capacity, which falls into the requirements of a small wind and 
community wind program. The wind program provides up to $250,000 as a development grant 
though the grantee will have to contribute 40 percent of the grant. In other words, the facility 
could actually receive up to $150,000 as the grant and the project cost would reduce to $421,430 
(MassCEC, 2013). In addition to the initial project costs, the maintenance and operation fees 
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would have to be considered as well. It is estimated that the maintenance fee each year would be 
approximately three to five percent of the project cost, which would mean that a wind turbine 
would cost $17,143 to maintain. Since most of the wind turbines have a lifetime of 20 years, it is 
reasonable to have 20 years period loan with two percent interest rate to finance the project 
(Barnard, 2013). With $0.03/kWh REC rate, a total cumulative cash flow from energy 
installation projects would be negative (-) $148,238 as shown in Figure 19. The black line 
represents the cash flow of the wind turbine project without taking account of the savings from 
the efficiency upgrades. This line gives the total cumulative cash flow of negative (-) $622,118. 
Detailed calculations of how the numbers were produced for the cash flow graph for the 
economic analysis can be found in Appendix B. 
 
Figure 19. Wind Turbine Cash Flow 
As for the hydropower turbine, the wind turbine reduces the amount of the GHG 
emission by generating clean energy. The facility is projected to generate 106,410 kWh with the 
100 kW wind turbine, which in turn, reduces from about 49.5 tons (natural gas) to 96.73 tons 
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Time (year) 
Wind Turbine 
Total Est. Annual Savings ($) Total Annual Loan Payment
Total Cash Flow Wind Cash Flow
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4.1.6 – Hydropower Potential 
The Pepperell Wastewater Treatment Facility has a maximum available head of 14.33 m 
and an average effluent flow rate of 0.52 MGD (0.02278 m
3
/s or 21.9 liters/second). Since a 
reaction turbine requires minimum flow rate of 1 MGD while impulse turbine requires minimum 
available head of 100 m, they are not feasible to adapt. On the other hand, a pump as turbine 
(PAT) can operate with water flow rate as low as 10 lps and minimum available head of 10 m. 
With available head and flow rate, the facility can adapt 1.57 kW PAT system with 75 percent 
efficiency that can generate 10,314.9 kWh annually (Greacen, 2013). Taking account of Demand 
G-2 rate of $0.141/kW from National Grid, the facility saves $1,454.40. The project cost of this 
reaction turbine will be $13,502 given that the turbine cost $8,600/kW on average. The 
maintenance fee of the hydropower turbine is not counted, for it is minimal due to its small size. 
Figure 20 shows the cumulative cash flow for 20 years after implement 20 years loan with two 
percent interest and the annual Renewable Energy Certificate (REC) of $0.025/kWh (Allen, 
2013). The total cumulative cash flow is positive for the proposed wind turbine project, for the 
project cost is relatively high compared to anticipated annual savings of the facility after 




Figure 20. Hydropower turbine Cash Flow 
Although the PAT is projected to give a positive cash flow, the facility does not have 
space for the hydropower turbines. Figure 21 is the effluent channel of the facility and there is 
barely any space to fit the turbine to generate electricity. Moreover, the flow rate of the effluent 
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Time (year) 
Hydro Turbine 
Total Est. Annual Savings ($) Total Annual Loan Payment
Total Cash Flow Hydro Cash Flow
Figure 21. Effluent Channel 
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As one of the most clean renewable energy system, the hydropower turbine can indirectly 
reduce the amount of the GHG emission by replacing fossil fuel based energy generation. Since 
the turbine produces 10,314.9 kWh annually, the facility reduces from 4.80 tons (natural gas) to 
9.37 tons (coal) of CO2 emission annually. 
4.1.7 – Biomass Potential 
The Pepperell Wastewater Treatment Facility processes approximately 166 tons (332,000 
pounds) of solid wastes every year to produce organic composts. The facility charges $10 per 
yard of the composts and $15 if delivered. Although producing the composts saves landfill-
tipping cost, the facility barely makes profits from selling it due to labor-intensive processes. 
Hence, it is recommended to consider anaerobic digestion to maximize benefits from the solid 
wastes by generating thermal and electrical energies.  
When anaerobically digested, 
sewage sludge releases about 120 
m
3
/ton of biogas that contains 60 to 70 
percent methane (Moreno, 2010). 
Biogas production rate and amount can 
be greatly increased when the sewage 
sludge is co-digested with other 
biodegradable wastes that have high 
carbohydrate and lipid contents, such 
as food wastes and dairy wastes. Co-digested wastes produce biogas up to 370 m
3
/ton under 
optimal conditions – high temperature, carbon rich feed stock, and good mixing ratio of sludge 
and organic wastes, usually 8:2 (Iacovidou, 2012).  
Figure 22. Sources of Organic Wastes (Google Maps, 2014) 
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Figure 22 shows a map marked with letters to indicate different locations. Point A is 
Pepperell Wastewater Treatment Facility, point B is Four Hills Landfill in Nashua, NH, and 
point C is Tully Farm Inc. in Dunstable, MA. The distance between point A and B is 5.2 miles, 
approximately nine minutes by car. The distance between point A and C is five miles, which 
takes about seven minutes by car. Both sites are easily accessible with trucks and close to one 
another that they are good sources of biodegradable wastes for co-digestion. 
Currently, the Pepperell Wastewater Treatment Facility uses two aerated sludge tanks 
with a maximum capacity of 109,188 gallons in each tank for storing the sludge before 
dewatering. Filling and decanting the sludge continues until it thickens and reaches the 
maximum capacity of the tanks. This process adds an additional six days of storage, increasing 
the sludge detention time from 15 days to 21 days. Converting the sludge holding tank into an 
anaerobic digestion (AD) tank will not change the detention time much since the average 
detention time of mesophilic digester is around 20 days (Alvarez, 2010). 
 
Figure 23. Available Area for Anaerobic Digestion (Google Maps, 2014) 
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The facility has an available area of 6,374 m
2
 including the area currently used for 
composts as shown in Figure 23. The area shaded with red lines will be the most reasonable 
place to install the AD system. In most cases, the AD system is cost-effective when the designed 
wastewater flow rate of the facility is higher than 5 MGD. Although the Pepperell Wastewater 
Treatment Facility has designed flow of 1 MGD and average flow of 0.5 MGD, conducting a 
feasibility study is still important, for there are few small facilities that adapted the AD and CHP 
system even with designed flow of less than 5 MGD. For example, the Fairhaven Wastewater 
Treatment Facility (average flow rate of 2.7 MGD) installed the AD and CHP system in 2011 
and its project cost was around $ 7.2 million. This project was fully covered with the ARRA and 
MassDEP/SRF Green Infrastructure Reserve grants (Wong, 2011). Based on this, the projected 
installation cost of the AD and CHP system for the Pepperell Wastewater Treatment Facility is 
estimated to be around $5 million. MassDEP and MassDOER provide many incentives and 
services including site assessment, feasibility studies, design assistance, and construction 
financing assistance. Moreover, MassCEC provides a maximum amount of $400,000 or 25 
percent of the total project cost through Commonwealth Organics-To-Energy program to support 
installing the AD system (EPA, 2013).  
Natural gas typically generates electricity at a rate of 11 kWh/m
3
 while Biogas with 60 to 
70 percent methane produces 7 kWh/m
3
, of which only 30 percent is converted to electricity 
(Jensen, 2010). The rest is lost as heat, which can be recovered with a CHP. The recovered heat 
is then used for heating the facility buildings and thermophilic digester. If the facility can process 
the same amount of septage sludge after implementing the AD system, it can produce up to 
61,420 m
3
 of biogas with co-digestion. This means that the facility can generate 141,880 kWh of 
electricity and 11,299 therms annually if 100 percent of energy is recovered with the CHP. 
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Recovery efficiency of the CHP is usually 75 percent, thus the facility actually produces 106,420 
kWh and 8,474therms. Converting therms into kWh, the total energy output of the system is 
calculated to be 354,708 kWh. Assuming the system is running all year around, the power 
capacity of the system is approximately 40.5 kW. A microturbine is the most optimal choice for 
the AD system with total capacity smaller than 200 kWh (Cuttica, 2009).  
Considering that the facility is buying electricity and natural gas from National Grid at a 
rate of $0.141/kWh and $1.337/therm, the facility saves a total of $26,333.55 annually after 
implementing the AD and CHP system. Assuming that the project cost for the AD and CHP 
system is $4,600,000 with the grant, the total cumulative cash flow from energy installation 
projects is negative (-)$3,934,554 with 20 years period loan with two percent interest and 
$0.03/kWh REC rate as shown in Figure 24. The negative cumulative cash flow increases even 
more without the energy efficiency upgrades as presented in black line in Figure 24. Additional 
financial aid may be applied to minimize the negative cash flow. The detailed calculations for the 
economic analysis can be found in Appendix B. 
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AD/CHP System  
Total Est. Annual Savings ($) Total Annual Loan Payment
Total Cash Flow AD/CHP Cash Flow
77 
 
The AD and CHP system produces both heat and electricity. Since one therm is 
equivalent to 29.3 kWh, the facility can produce up to 354,709 kWh with the proposed AD 
system. This means that the facility reduces from 164.94 tons (natural gas) to 322.43 tons (coal) 
of CO2 emission annually. 
4.1.8 – Economic Summary 
Table 4 shows the economic summary of potential renewable energy options at the 
Pepperell Wastewater Treatment Facility. The total cash flow in the table below includes the 
savings from energy efficiency upgrades. Without it, the total cash flow for the renewable energy 
projects decreases greatly and some becomes negative from positive. 
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4.1.9 – Environmental Summary 
The amount of greenhouse gas that can be reduced depends mostly on how much energy 
that the renewable power sources can generate. The results in Table 5 show that the use of 
anaerobic digestion (AD) and solar photovoltaic panels to CO2 use by the facility would have the 
greatest impact on the greenhouse gas emission (GHG) emissions. 
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Table 5. Reduction in the GHG emission (Pepperell)  
 Estimated reduction in GHG emission 
Renewable options Coal (tons/yr) Natural Gas (tons/yr) 
Solar PV 190.89 97.64 
Wind Turbine 96.73 49.5 
Hydropower turbine 9.38 4.80 





4.2 – The Southbridge Wastewater Treatment Facility  
 The public sanitary sewer and sewage treatment system was first built for the Town of 
Southbridge in February 21, 1898. The wastewater treatment facility has been expanded due to 
the growth of the town and the 
release of the new State and Federal 
regulations for wastewater 
discharges and treatment. This 
facility is a Grade 6 plant with six 
pump stations and more than 45 
miles of sewer line. It maintains 
composting operations and provides 
filtered effluent filtration for 
utilization as power plant cooling water. The Southbridge facility is designed to treat 3.77 
Million gallons per day (MGD) of wastewater collected from 17,500 residents over the town 
daily. The actual average of water flow for year 2001 is 2.87 MGD (Southbridge DPW, 2001). 
The facility is located at 83 Dresser Hill Road, Southbridge, MA 01550. The aerial view of the 
facility is shown in Figure 25. 
4.2.1 – Wastewater Treatment Process 
The wastewater first enters the grit chamber to remove the sand grit. Next, the wastewater 
flows through the primary clarifiers, where the heavy organic material is removed from the 
wastewater. The heavy organic material or also referred to as sludge is transferred to a sludge 
holding tank to remove any remaining water. The sludge is then transferred to a compost site 
where compost is produced from the dewatered sludge and wood chips to be later sold. As for 
Figure 25. Southbridge Wastewater Treatment Facility 
Satellite View (Google Maps, 2014) 
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the clarified water, it goes to the activated bio-filter to degrade the organic material. The treated 
water enters aeration tanks for further organic material removal and then the final clarifiers 
clarify the inlet water from the aeration tanks. The next two processes include disinfection by the 
addition of chlorine and removal of residual chlorine by the addition of sodium bisulfate. The 
final purified effluent is diffused into Quinebaug River. The treatment process is shown in Figure 
26 below. 
 
Figure 26. Facility Process Diagram (DiBara, 2013) 
4.2.2 – Annual Budget of the Facility 
The annual revenue for Southbridge Wastewater Treatment Facility is approximately 
$3.3 million per year. The electricity expense is about $450,000 per year. Detailed sources of the 




Figure 27. Southbridge Wastewater Treatment Facility Annual Revenue (Southbridge, 2013) 
4.2.3 – Energy Efficiency 
 
While this report was being completed, National Grid, Inc. was in the process of 
completing an energy assessment. As such, this information could not be fully integrated into 
this report. Implementation of energy efficiency recommendations provided by National Grid 
will further reduce energy use and costs and make ZNE more attainable for the facility.  
4.2.4 – Solar Potential 
The Southbridge Wastewater Treatment Facility is located on a property with large open 
ground area and a number of rooftops that can accommodate solar panels. According to Table 6, 
the clear shade rooftop area available is calculated to be 4,900 m
2
, the available ground area is 
calculated to be 2,100 m
2
















Table 6. Solar PV Area Analysis & Estimated Costs of Southbridge (Google Maps, 2014) 
Area 



























444,000 1,576,000 1,116,000 444,000 892,000 4,472,000 
The Town of Southbridge receives about 4 to 4.5 kWh/m
2
 of photovoltaic (PV) radiation 
daily. The maximum amount of electricity that can be generated using this area annually is about 
861,203 kWh, with 20% PV efficiency and 75% performance ratio (Fthenakis, 2011). The 
potential power generation provided by a photovoltaic (PV) system would be about 1,118kW. 
The average cost would be $4/watt, so the total cost for the system would estimate to be 
$4,472,000. In the past year, the facility used 2,447,550 kWh of electricity. A solar PV system 
with a capacity of 1,118 kW could contribute 1,377,729 kWh per year to the operation. Thus 
after the installation of a solar PV system, the actual electricity usage of the system would be 
1,069,821 kWh, resulting in $194,259 annual energy cost savings. The cumulative cash flow 
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from adapting a solar PV system would be approximately $1 million as shown in Figure 28. 
Detailed calculation for the economic analysis can be found in Appendix B. 
 
Figure 28. Solar PV System Cash Flow 
It is estimated that implementing solar panels could reduce greenhouse gas (GHG) emissions by 
an amount that is equivalent to 1,252 tons (as coal) and 641 tons (as natural gas).  
4.2.5 – Wind Potential 
According to Figure 16, the average wind speed in the central Massachusetts at altitude 
80 m is only 5 m/s above the ground, which is equivalent to 11.25 mph. Typically, an average 
annual wind speed minimum of 14.5 mph is desired in order to support the development of a 
wind project. This wind speed will not be sufficient for efficient turbine operation. Another 
alternative is to install several small wind turbines with energy output less than 100 kW. The cost 
for 100 kW wind turbine is about $571,430 including design and construction. The facility will 
be able to receive up to $150,000 grants from MassCEC for wind turbines with a power rating of 
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As shown in figure 17, which was shown in earlier sections, the annual energy output at 5 
m/s is about 100,000 kWh, thus the annual saving will be $14,100. The facility can get $150,000 
incentives and the town contributes $100,000, the remaining $321,430 could be financed from a 
two percent interest loan. Figure 29 shows the cash flow for wind turbine in the next 20 years. 
Detailed calculations can be found in the Appendix B.
 
Figure 29. Wind Turbine Cash Flow 
Wind turbines reduce the amount of GHG emissions by generating electricity from clean 
energy. The facility is projected to generate 100,000 kWh with the 100 kW wind turbine, which 
would reduce emissions in an amount equivalent to that associated with 90.9 tons of CO2 (coal) 
and 46.5 tons (natural gas) of CO2. 
4.2.6 – Hydropower Potential 
The Southbridge WWTP is currently pumping part of the effluent water to the 
Millennium Power Plant as cooling water. The discharge from the power plant is pumped back to 
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Therefore, a hydropower turbine is one option to reduce energy usage for pumping the water to 
the power plant.  
The flow rate for this pipeline varies due to the demand of the Millennium power plant in 
order to analyze the possible power output from the flow. It was assume the pipeline has a steady 
flow with a flow rate of 330 gpm and a total available head of 57.9 m from top of the hill to the 
bottom. The facility cannot meet the minimum requirements for impulse and reaction turbines, 
but it may be able to adapt a PAT system like that suggested for the Pepperell Wastewater 
Treatment Facility. The efficiency of the PAT system is usually 75 percent and the capacity 
factor for hydropower is about 75 percent. The power capacity of this hydro system is calculated 
to be 4.5kW, and the annual energy generation is 29,484 kWh (Allen, 2013). This calculation is 
roughly an approximate analysis however and future work done for this proposed project would 
require further analysis on the process of the flowing water. 
The facility buys electricity from National Grid at the rate of $0.141/kWh. After 
implementing a hydropower turbine, the facility could receive $4,157 from energy savings and 
$737 from renewable energy certificates every year. The cost for the system installation is about 
$8,600/kW on average, so the cost for the hydro option in Southbridge WWTP is $38,700, 
(Allen, 2013). Figure 30 shows the cumulative revenue for the next 20 years. The detailed 




Figure 30. Hydropower Cash Flow 
Implementing a hydropower system could directly reduce the greenhouse gas (CHG) 
emission by using clean energy. It would reduce 26.75 tons (coal) of CO2 or 13.71 tons (natural 
gas) of CO2 if the hydropower turbine project were pursued.  
4.2.7 – Biomass Potential 
The Southbridge facility is currently selling fertilizer produced from the solid waste that 
is generated, but the profit from this operation is small. Another way to use the solid waste 
would be to adapt the anaerobic digester to generate thermal and electrical energy. In 2013, the 
Southbridge Wastewater Treatment Facility processed 5.88 MG of sludge with an average solids 
feed of 2.16 percent or 21,549 mg/L. This amount is equivalent to 527.5 dry tons. The sewage 
sludge releases about 120 m
3
/ton of biogas containing up to 70 percent of methane. The amount 
of biogas that can be produced is about 63,300 m
3
/yr (Krasnecky, 2013). 
The Fairhaven Wastewater Treatment Facility located in Massachusetts which has an 
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case study, the AD and CHP system for Southbridge Wastewater Treatment Facility is estimated 
to be about $10.32 million. The MassCEC provides $400,000, or 25 percent of the total project 
cost - whichever is less. Since the energy generation rate of pure methane is 11 kWh/m
3
, and the 
biogas contains 70 percent of methane, the amount of energy that can be generated by the 
biomass is 487,410 kWh/yr (Jensen, 2010). Most of the energy generated is heat, and only 30 
percent of the energy of the biogas can be converted into electricity, so the amount of electricity 
that can be generated is 109,667 kWh/yr, and the amount of natural gas created is 8,733 
therms/year. Applying the Demand G-2 rate, the facility can save $27,139 annually from the AD 
and CHP system. In addition, the facility can save $14,622/year from REC. Figure 31 shows the 
cash flow for the AD and CHP system for 20 years after installation. Detailed calculations can be 
found in the Appendix B.  
 
Figure 31. Anaerobic Digestion Cash Flow 
Installing the AD system would reduce the GHG emissions indirectly by generating 
electricity from bio-methane. Natural gas releases 465 grams of CO2 for every kWh generated 
while coal produces 909 grams of CO2 for every kWh. The AD system will reduce CO2 emission 
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4.2.8 – Economic Summary 
 
Table 7 shows the economic summary of potential renewable energy options at the 
Southbridge Wastewater Treatment Facility. The results show solar PV system is the most cost-
effective option for the facility, since it will generate a positive cash flow in the next 20 years. In 
addition, hydropower is also a good option to adapt, since it cost much less than the other 
renewable option and can result some profit for the facility. 
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4.2.9 – Environmental Summary 
In table 8, the results are somewhat similar between the wind, hydro, and AD alternatives 
but solar power provides the greatest reduction in greenhouse gas, since the approach is able to 
produce well over 2 million kWh annually. AD provides the second greatest reduction for 
greenhouse gas, while the other options have small impacts on the reduction in GHG generation.  
Table 8. Reduction in GHG emission (Southbridge) 
Estimated reduction in GHG emission 
Renewable options Coal (tons/yr) Natural Gas (tons/yr) 
Solar PV 1,252 641 
Wind Turbine 90.9 46.5 
Hydropower turbine 26.75 13.71 




4.3 – The Millis Water Treatment Facility  
 
The George D’Angelis Water Treatment Facility was constructed in 1998 with several 
wells and administrative buildings that existed decades prior to that year. Located in Millis, 
Massachusetts, the municipal facility 
serves a population of over 8,000 with 
fresh drinking water throughout the town. 
In total, there are six well sites and two 
water storage tanks to help maintain the 
amount of water being pumped from the 
wells to be later cleaned and disinfected. 
On average, approximately 588,000 
gallons of water is delivered to over 













Figure 32. Aerial View of the Millis DPW 
Administrative Building & Well 1 (Google Maps, 2014) 
Figure 33. Aerial view of Well 5 and 6 (Google Maps, 2014) 
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4.3.1 – Drinking Water Treatment Process 
The facility first pumps the water from the wells based on the water level inside the two 
storage tanks. When the water level inside the storage tanks reach a certain water level, the wells 
are shut off and are back online until the water level is at a low level. The storage tanks are also 
used to maintain the water pressure. For wells 1 and 2, the water is sent to the treatment plant 
where it would be cleaned at the countercurrent air-stripping tower and is then re-pressurized. 
Sodium hypochlorite and fluoridation are added to the re-pressurized water before being 
delivered to the distribution system. For wells 3, 4, 5, and 6, the water is cleaned on site at those 
respective well stations and is then fed directly into the Town’s water distribution system. 
The average annual expense of the facility for the past three years (2011-2013) is roughly 
$1.1 million where the average annual revenue is around $1.23 million dollars. Based on the past 
three years of their budget summary, the water treatment facility each year will earn anywhere 
from $80,000 to $130,000.  
 
Figure 34. A breakdown analysis of the FY2013 Revenue (Jones, 2012) 
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 In Figure 34, the total revenue for fiscal year 2013 was $1,261,858.20 with more than 
half of the revenue coming from water usage charges.  
 
Figure 35. A breakdown analysis of the FY2013 Expenses (Jones, 2012) 
 In Figure 35, the total cost of operations for the water treatment facility is $1,130,825.30 
for fiscal year 2013. The expenses component is responsible for slightly more than 30 percent of 
the total costs. Almost one third of the expenses ($341,613.00) are due to billing for electricity 
and fossil fuels used for the facility. For the purpose of this report, reaching zero-net Energy will 
mean that virtually all costs to pay for outside sources of electricity or fossil fuels will be zero. 
More information on the costs of electricity will be discussed after a few more pages. 
4.3.2 – Current Energy Use of the Facility 
As identified by the Energy Facility Audit (September 2012) by The Cadmus Group, Inc., 
the average power usage during the past two years by the facility was approximately 550 kWh 
per day. Based on data back in September 2012, the facility annually uses approximately 
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200,000 kWh of electricity and an estimated 1,930 therms (56,562 kWh). Combining the two 
brings the total amount of energy used to be 257,000 kWh (Jones, 2012). 
Table 9. Equipment Electric Use at the Facility (Jones, 2012) 
 
The majority of the gas as well as part of the electricity used during the winter are for 
heating the facility and keeping the drinking water above the freezing point. Electrical heat was 
used at wells 1 and 2. The electricity usage of the facility as shown in Table 9, excluding well 3 
to 6, can reach up to 93 kW demand or almost 544 kWh of energy consumed each day (Jones, 




Figure 36. Facility Natural Gas Usage (Jones, 2012) 
 In Figure 36, the average usage of therms per day is estimated for each month starting 
from July 2011 to June 2012. As shown from the graph, most of the usage for natural gas is used 
during winter while a minimum is used during the summer. Propane gas used at the facility is not 
only used for the heaters but also for the standby 175 kW power generators. The estimated 
amount of therms used by the facility was figured out by using this graph, which was 1,930 
therms. Propane gas is used to heat the main facility as well 
as wells 3, 4, 5 and 6.  
In Table 10 is more accurate than the previous table as well 
as also includes the power usage of both well 4 and well 5. 
The combined power consumption is approximately 75 kW 
but not all wells of the plant will be running so the daily 
electricity usage would not be too far off by much as shown 
in Table 9. 




For Figure 37 below, it displays the energy usage of each component below in relations 
to other components of the facility. The majority of electricity used is needed to power the re-
pressurization pump with the well 1 pump and air stripper blower coming in next in terms of 
amount of electricity used. 
The EPA Portfolio Manager Tool was used to benchmark this facility but because this 
facility is a drinking water treatment plant, the tool is not optimized for these kinds of facilities. 
In Figure 38, on the next page, the data for FY2008 appears to be a slight anomaly when 
compared to other years thereafter. Each point on the graph represents each month and how 
much energy was used that month. Looking at the graph, the drops in energy usage appear to 
happen in November or December and increases in energy usage right after that. It appears that 
nearly all of the data for each year hovering around 15 kWh to 17 kWh of energy mark during 
the majority of the months. 
 





Figure 38. Energy Usage (Electricity Only) Comparison FY2008-FY2012 (Jones, 2012) 
 
As researched by The Cadmus Group, Inc., the average unit prices that the Millis water 
treatment facility purchases electricity is valued at $0.21 per kWh (averaged over the last 6 
months ending in June 2012) while propane gas is purchased at $1.20 per therm (propane gas). 
The average of the past 12 months ending in June 2012 was $0.17 per kWh. The electricity rate 
fluctuates over time where it can be as low as $0.12 to as high as $0.45 per kWh. These values 
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were last updated in September 2012. As of late 2013, the diesel price was $3.72 per gallon 
while propane gas was $3 per gallon. 
As mentioned earlier, one third of the expenses component of the total costs of the 
facility is the cost of buying energy. Approximately $110,000 is spent on all energy related 
expenses for all well pumps and water treatment facilities in Millis. For fiscal year 2013, a total 
of $106,722.52 was spent for energy (representing almost one third) of the projected $341,612 
total expenses component.  
The energy costs for 2013 are listed below in table 11. The costs for each section are not 
limited to the pumping well stations and George D’Angelis Water Treatment Plant but also two 
other treatment plants including the Paine Water Treatment Plant. 
        Table 11. Types of Energy Purchased in 2013 (Jones, 2012) 




Diesel Fuel $5,651.53 
Propane Gas $10,057.50 
       TOTAL PRICE $106,722.52 
The electricity purchased is used to power all the pumps, lighting, and all the wells. For 
diesel fuel, its purpose was for the generator for well site 1 and 2. For propane gas, its 
responsibility was to power the generators for well site 3, 5, and 6. 
4.3.3 – Efficiency Potential 
 
The Cadmus Group, Inc. conducted energy audits for the George G’Angelis Water Treatment 
Facility back in September 2012. Below is the summary of recommendations that the group has 
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recommended to the facility. An organized table of these recommendations can be found in 
Table 12 on the next page. 
 Lower the storage tank levels to the actual required pressure will decrease the pressure on 
the pumps when they operate. By doing this, the efficiency of the pumps increase as well 
as the amount of energy is reduced, as less power is needed to lift the water to the 
pressure for distribution. 
 Lower the heating setpoint to reduce costs spent for heating the well buildings. Setting it 
to a low temperature such as 50°F will be adequate to avoid freezing and reduce energy 
bills for heating alone. 
 Operate most efficient wells preferentially which is Wells 5 and 6 as the first on and last 
off, and stage Well 4 as the last on and first off. When doing this, this will surely reduce 
power to lift the water to the pressure for distribution. 
 Alternate well pump and re-pressurization pump operation. Cadmus suggests staggering 
operation such that first the wells and the air stripper run to fill the clearwell, then the 
well pumps and air-stripper shut off and the re-pressurization pump comes on to pump 
down the clearwell. The suggested time would be to operate for five to seven minutes at a 
time, two to three times per hour.  
 Operate the Water Treatment Facility during Off-peak hours to reduce demand charges 
for the electric bill. The billing demand is reduced by 55 percent for off-peak operation. 
The water facility, including its supply wells (1 and 2) is recommended to operate during 
off-peak times. 
 Clean or replace the pump for Well 4 to increase the efficiency. If the result does not 
improve the efficiency, then installing a more efficient pump will need to be done. 
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 Install premium efficiency motors to replace old ones. 
 Install energy efficient lighting. 
 Replace natural gas furnace with a condensing or pulse-combustion furnace when the 
natural gas furnaces are near their life cycle. 
 Install programmable thermostats or add a heating system monitoring/controlling module 
to the SCADA system. By doing the SCADA route, there are incentives that may be 
provided by NSTAR. (Already accomplished) 
Table 12. Cadmus Recommendations for Facility (Jones, 2012) 
 
By following their recommendations, the facility can save up to 62,000 kWh and save up 
to $28,495 where they only need to invest $23,000 with the National Grid incentive which is 
estimated to be $23,000. Moreover, a 2.5-year term National Grid In-Bill Financing loan with no 
interest is applied to cover up the project cost. These recommendations are strongly 
recommended to be pursued as the payback year can be done in less than two years. This will 
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also definitely mean that less solar panel will need to be installed to cover the rest of the energy 
that is still being consumed at the facility. James McKay, assistant director of the Millis DPW, 
stated that the water treatment facility has implemented the temperature transmitters for the 
SCADA system recommendation after receiving a grant of $22,545 from the 2013 Fall Town 
Meeting.  
In addition to The Cadmus Group’s recommendations, the WPI team recommends to replace 
all of the gas heaters with electric heaters to complement the solar array projects instead of 
replacing with different gas heaters. This way, the facility will entirely run on electricity and rely 
solely on solar power except for emergency backup generators when needed. Heaters such as the 
7.5 kW electric heaters may cost anywhere from $500 to $1,000 per unit depending on the brand 
and quality. 
4.3.4 – Solar Potential 
 
 Of all the renewable energy options out there, solar energy seems to be the best option. 
After visiting the facilities, the best approach to install solar power generators would be to use 
photovoltaic ground mounted panels. Roof mounted solar panels would not be a major focus as 
the DPW garage and the salt shed roofs are restricted to having solar panels be mounted on them. 
With the amount of land available to the facility, transfer station, and even the dump, 
solar energy will provide a huge amount of power, which will have the facility reach zero-net 
energy. In order for the facility to become zero-net energy, based on 260,000 kWh of annual 
average usage, it would take about 216 kW of solar PV. To be safe, it would be best to apply 15 
percent more in cases where more energy is required in a given year for safety so approximately 
300,000 kWh of energy or approximately 250 kW of solar PV. 
100 
 
As mentioned in previous solar analysis section, Massachusetts receives solar insolation 
of 4 to 4.5 kWh/m
2
 per day on average across the state. The maximum energy output that can be 
generated annually from the available area not including the landfill is 334,330.9 kWh with a 20 
percent PV efficiency and 75 percent performance ratio (Fthenakis, 2011). The percentage of 
land taken up by solar panels, which was roughly 80 percent, was also taken into account. 
Roughly, 1055.3 m
2
 of solar panel area is needed for solar PV to reach energy 
independence for the facility. The space needed to support that area is 2638.25 m
2
. In Table 13, 
excluding the dump, the total area available for solar projects is 3,211 m
2
. By adding up the total 
estimated kW and kWh values for those areas only, they would add up to 271.4 kW and 
334,330.9 kWh. Comparing this to the energy required of reaching zero-net energy, it would be 
enough to power the whole facility resulting in savings of $56,836 if assuming the price per kWh 
is $0.17. The total cost of this project is about $1.086 million where it is $4/Watt to implement 
the solar arrays at the transfer station, the Water Treatment Facility, and at well station 5 and 6. 
For the total cost of the project just at the landfill, the pricing would be $3/Watt, resulting in a 
total of well over $12.4 million.  
To help pay for the huge costs, incentives and grants are a possibility. MassDOER 
provides a total of $100,000 if the facility invests around $100,000 up front. Also, the facility can 
finance the project through 20 years term loan with two percent interest. The total cumulative 
cash flow from energy installation projects is $1,338,387 after 20 years shown in Figure 39. A 




Figure 39. Solar PV System Cash Flow  
If the community/town is interested, a solar project can be set up at the town landfill. By 
doing this, the town can expect approximately 4.36 million kWh, enough to power over 400 
homes. However, the cost of implementing this project would be well over $12.4 million at $3 
per Watt. To accommodate for parts of the steep areas at the landfill, there are some forms of 
photovoltaic solar panels that are designed to be installed at landfills with steep slopes. The cost 
for these kinds of solar panels is generally a bit more expensive and the efficiency is not as great 
as the non-flexible panels. 
As one of the most clean renewable energy options available, solar panels can indirectly 
reduce the amount of the greenhouse gas emission by replacing fossil fuel based energy 
generation. The proposed 271.4 kW PV array system generates a total clean energy of 334,330.9 
kWh. This means that the facility reduces about 120.9 tons (natural gas) or 236.34 tons (coal) of 
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4.3.5 – Wind Potential 
 
One site in Millis that is owned by the DPW is the landfill, which provides enough space 
and is feasible since it is relatively far from the residential zones. The highest point at the 
landfill, which is around 48 m above sea level, is barely under the average elevation of the town. 
Therefore, wind is not really a viable option, since this wind speed is considered be low for wind 
power generation. In Figure 40, Millis (marked by the blue circle crosshairs) appears to be in an 
area with lowest class wind power designation, which is denoted in white and has speeds ranging 
from 0 to 5.6 m/s. It is estimated that at 50 m, the wind speed would be around 4.5 m/s as those 




Figure 40. Massachusetts GIS Wind Map at 50 M (NREL, 2013) 
 At 80 m or even higher, the wind speed makes the project even more feasible but still not 
adequate to be efficient. According to Table 14, wind speed is estimated to be 5 m/s, which is 
barely under the recommended minimum speed (NREL, 2013). While a wind turbine can be 
setup with a height of 80 m, the efficiency rating would still be low as not enough energy is 




Table 14. Millis Wind Data Table (NREL, 2013) 
Wind Potential Information (update w / Millis data) 
Latitude 42° 10' 56.715" 
Longitude -71° 20' 53.459" 
Latitude (NAD83) 42.1824 
Longitude (NAD83) -71.3482 
Elevation (m) 48 
Estimated Average Wind Speed   
m/s at 30 M 4 
m/s at 50 M 4.5 
m/s at 80 M 5 
Because the wind speed in Millis is relatively slow, it is not feasible to build a small wind 
turbine such as 100 kW. The annual energy production for 100 kW turbines, as shown in figure 
17, generates around 80,000 kWh of energy at 5 m/s wind speed. The energy generated is 
equivalent of 10 to 11 kW, which is not a lot of power. While the turbine does not output enough 
power, it can still be used to power some parts of the facility when not running at its peak power. 
These include well 1, 2, the air stripper blower, and more. 
Because the power output is small compared to the power demand for the facility, 
multiple wind turbines would have to be built to meet the power demand of the facility or even a 
larger single wind turbine has to be built. The issue with building a bigger wind turbine would 
generate even more noise and take up more space. For the landfill, at most two wind turbines 
each with a power capacity of 100 kW can be built where the distance between them is 
approximately 150 m apart which is almost seven rotor diameters (20 m for each rotor diameter) 
apart. However, the new studies show that the recommended distance between two wind turbines 
should be 15 rotor diameters apart (Sandru, 2011). While two wind turbines can be installed at 
the landfill, it would not be cost efficient according to the study. Even though both wind turbines 
would not output enough power, the rest of the power produced can be purchased from the 
power utility company. While the facility will not necessarily reach zero-net energy, the facility 
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will at least be closer to it than it ever was. Wind turbines could also be built along with solar 
panels to meet the required power demand and reach zero-net energy possibly. One possible way 
would be to build one to two wind turbines at the town landfill and a solar array system at the 
water treatment facility and transfer station area. 
The noise generated by the wind 
turbines would also be unwanted. The 
distance between residential homes and the 
hypothetical wind turbine site can vary 
depending on the law. For Massachusetts, 
the minimum setback distance is “equal to 3 
times the height of the turbine from the 
nearest existing residential or commercial 
structure, and 1.5 times the height of the 
turbine from the nearest property line, 
other public ways, buildings, critical infrastructure” (DSIRE) 
Building a wind turbine near the facility or transfer station does not meet the regulations 
since it would be too close to a public road or building. The forests surrounding the landfill are 
lower in elevation compared to the two sites circled in figure 41. 
A 100 kW wind turbine where the max tip height can reach up to 60 m can be built at the 
landfill. Two sites shown on the figure are potential areas where wind turbines can be built. The 
first wind turbine would be built at site 1 while, if a second wind turbine were considered, then 
the next recommended spot would be at spot 2 in figure 41. 
Figure 41. Proposed Wind Turbine Sites              
(Google Maps, 2014) 
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The cost of building one 100 kW wind turbines would be an average price of 
$571,428.57. Please note that this average price is not the usual price of the wind turbine but is 
expected to be considered the maximum price for a 100 kW turbine. With grants from the 
MassCEC Commonwealth Wind Program, cost of the wind project reduces to $421,428.57 
(MassCEC, 2013). The theoretical energy produced annually would reach up to 79,901.5 kWh. 
Applying the REC wind rate and electricity purchase rate, the facility saves a total of $42,078. 
Also, since most of the wind turbines have a lifetime of 20 to 25 years, it is reasonable to have 20 
years period loan with two percent interest rate to finance the project. The total cumulative cash 
flow from energy installation projects after 20 years is estimated to be $178,155 as shown in 
Figure 42. Detailed calculations for the economic analysis can be found in Appendix B.  
 
Figure 42. Wind Turbine Cash Flow 
Wind turbines produce zero emission and reduce the amount of the GHG emission by 
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one 100 kW wind turbine, which in turn, would reduce about 37.15 tons (natural gas) or 72.63 
tons (carbon) of CO2 emission. 
4.3.6 – Hydropower Potential 
 
While hydropower is an option of renewable energy for drinking water plants, the 
requirements needed is having a river with fast moving water or spring water from the 
mountains. It generates electricity by taking the incoming higher-pressure water and lowers the 
pressure to match the pressure level for the distribution system through a hydroelectric turbine. 
For the Millis water treatment facility, having a hydropower would not be feasible because the 
facility pumps the water upwards from a well and then has to re-pressurize the water before 
sending it off to the distribution system. 
4.3.7 – Biomass Potential 
 
Because this facility is a drinking water facility and not a wastewater facility, the process 
of implementing anaerobic digesters would be much harder as offsite generation of biomass will 
be needed. The town landfill is one possibility to install anaerobic digesters due to having 
biomass and being close to the facility. However, the amount of methane gas generated at that 
site may not be enough. Currently, the methane gas produced by the landfill is released into the 
atmosphere according to satellite images.  
4.3.8 – Economic Summary 
Table 15 shows the economic summary of potential renewable energy options at the 
Millis Wastewater Treatment Facility. The total cash flow in the table below includes the savings 
from energy efficiency upgrades. Without it, the total cash flow for the renewable energy 
projects decreases greatly and some becomes negative from positive. 
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4.3.9 – Environmental Summary 
 Table 16, it can be seen that the amount of greenhouse gas reduced by solar power is 
over 200 tons of CO2 if the solar power replaced the coal power plants or over 120 tons for 
natural gas power plants. Wind turbine reduces less due to it producing less energy. 
Table 16. Reduction in GHG emission (Millis) 
Estimated reduction in GHG emission 
Renewable options Coal (tons/yr) Natural Gas (tons/yr) 
Solar PV 236.4 120.9 














4.4 – Summary of Results 
The results indicate that out of all of the investigated facilities, Pepperell and Millis have 
the potential to achieve zero-net energy whereas Southbridge is able to generate significant 
energy to cover at least half of its energy demand. The results are summarized as follows. 
4.4.1 – Pepperell Wastewater Treatment Facility 
The Pepperell Wastewater Treatment Facility, located at 47Nashua Road in Pepperell, 
has potential for onsite renewable energy generation, including Anaerobic Digestion, Wind, and 
Solar PV, based on available data. In particular, the cheapest alternative is provided by solar 
photovoltaic energy, with an estimated potential kW capacity of 170 kW, which could offset an 
estimated 210,000 kWh each year and bring this facility to Zero-Net Energy. There is space to 
install both roof and ground mounted solar panels to generate electricity onsite at the Wastewater 
Treatment Facility.  
4.4.2 – The Southbridge Wastewater Treatment Facility  
The Southbridge Wastewater Treatment Facility, located at 83 Dresser Hill Road in 
Southbridge, MA, has potential for reducing its energy costs through efficiency measures and 
onsite renewable energy generation (Solar PV). In particular, National Grid is currently in the 
process of conducting an energy audit of the plant, and there is space to install both roof and 
ground mounted solar panels to generate approximately 1,082,000 kWh per year of electricity 
onsite (900 kW array system). Since the town has just completed a major capital upgrade of the 
plant, developing solar photovoltaic energy through a 3rd party developer may be the most cost-
effective option to consider. 
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4.4.3 – The George D’Angelis Water Treatment Facility  
The George D’Angelis Water Treatment Facility, located at 7 Water Street in Millis, MA, 
has the potential for onsite renewable energy generation based on the available data. In 
particular, the biggest opportunity lies with photovoltaic solar energy, with an estimated potential 
power capacity of 271 kW, which could offset an estimated 334,000 kWh each year and bring 
this facility to zero-net energy. There is plentiful of space to install both roof and ground 
mounted solar panels to generate electricity onsite at the Water Treatment Facility, the Transfer 
Station, and at the Closed Landfill together.  
4.4.4 – Available Financing Options 
 For municipal and district water and wastewater treatment facilities, there are many 
sources to receive financial support from. MassDEP, MassDOER, and MassCEC collaborate and 
provide numerous opportunities, including Commonwealth Organic-To-Energy, Small Wind, 
Hydro, and Renewable Energy Certificate Programs, to promote reduction in energy 
consumption and generation of renewable energies at the facility. Furthermore, they are planning 
another grant opportunity similar to the ARRA, which starts in April 16th, 2014.  
 In addition to grant opportunities, the facility can finance the project through a low 
interest, long-term loan provided by the government. The payback year of the loan is usually 20 
years and it can be extended for another 10 years depending on the project. Moreover, National 
Grid provides a zero interest, short-term loan for energy efficiency along with free energy audit 
service through MassSAVE. More detailed information on loan and grant opportunities for the 




5.0 – Conclusions and Recommendations 
This project provided an organized method to determine the most cost-effective and 
energy efficient ways to reach energy independence at three selected facilities. The approach 
made use of basic guidelines and estimates for quantifying power generation potential for 
various renewable alternatives, and made use of the financial programs offered by some power 
utility companies such as National Grid and by the state government. Based on the data collected 
from virtual site screenings and site visits, the potential energy generation of each type of 
proposed renewable energy generators was determined and incorporated into the cash flow 
calculation. After a thorough analysis on the cash flow of the proposed projects in three different 
sites, conclusions and recommendations could be developed. The approach showed the 
feasibility of achieving zero-net energy with less financial strain.  
The results showed that the facilities in Millis and Pepperell have the potential to reach 
energy independence through energy efficiency upgrades and implementation of renewable 
energy generators. Although the results could not confirm that zero net energy could be achieved 
at the third facility in Southbridge, they did show that this facility could reduce its energy 
demand significantly. In general, results in these analyses indicated that solar PV systems 
provided the most cost-effective and feasible renewable energy option for the selected facilities. 
This, however, does not mean that the solar PV system is the best option among other renewable 
energy options. In fact, wind turbines, anaerobic digesters, and hydropower turbines have a 
higher energy output yield, since the efficiency for these systems tends to be substantially greater 
than the efficiency provided by solar PV systems. The primary reason why these other renewable 
energy options were found to be impractical at the selected facilities was due to the lower flows 
and lower amount of biomass generation. In this case, the selected facilities were too small to 
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produce enough biomass to accommodate efficient AD systems and the flows and heads were 
not high enough to support large hydropower turbines. Moreover, the wind speed in the central 
Massachusetts was too slow to achieve optimum operational level for the wind turbines that 
could generate more than 100 kW in power. Nevertheless, it is always important to explore 
available resources and consider all options when determining the most suitable technologies 
appropriate for a given site.  
Energy efficiency upgrades also provide excellent options for achieving energy 
independence at water and wastewater treatment facilities. In the Millis Water Treatment Facility 
and the Pepperell Wastewater Treatment Facility, the anticipated savings from recommended 
energy efficiency upgrades almost doubled the cumulated cash flow of the solar PV project. In 
some cases, these savings could transform a project with negative cash flow into one with 
positive cash flow, making the project more desirable to implement. Hence, the completion of 
energy audits and the determination of beneficial efficiency upgrades are recommended for 
maximizing the capital savings at these facilities.  
Overall, this project provides a zero-net energy audit report for the three facilities. None 
of these facilities is obligated to fulfill these recommendations. In fact, the three analyses 
completed for this project illustrated the approach for assessing the feasibility of achieving zero 
next energy at water and wastewater treatment facilities. With facility managers using the 
methodology and recommendations provided in this report, the next steps to take after this report 
would be to conduct further energy assessments for their facilities and compare these results with 
this report. Facility operators could hire an energy consultant to confirm the results in the report 
and prepare in implementing these projects. Facility managers are also strongly encouraged to 
investigate available grant opportunities to receive financial aid for implementing recommended 
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projects. To summarize the general approach followed, a guide is included in Appendix A. The 
guide is divided into several sections to enhance a better understanding of the approach. By 
completing these analyses and developing this guide, it is hoped that this report general template 







A. Renewable Energy Assessment Guide 
 
This guide is provided to illustrate a basic approach that can be used to assess the feasibility 
of achieving zero-net energy use at a water or wastewater treatment facility. This approach 
includes site screening, energy audits, renewable energy assessments, and economic evaluations 
of the project. 
A.1. Site Screening through Google Maps and NREL GIS Maps 
Google Maps provides much useful information such as available project area, size of the 
facility, and surrounding environment and structures. GIS maps, on the other hand, provide 
information such as solar insolation, wind speed at different altitudes, and biomass production in 
major cities and towns. This is a very important step since it helps to determine the project 
location and size that would accommodate with the government regulations regarding 
construction/installation near the treatment zone (Zone 1). If the project is expected to disturb the 
treatment process and impact the effluent stream, then the project itself should not be pursued or 
it should be moved to another location on the site, which is confirmed through site visits. 
A.2. Conducting Site Visits 
Visiting the sites provide more specific information of the facility that would help the 
renewable energy assessment. Through site visits, it becomes more certain on the type of 
renewable resource can be utilized and where to build the renewable energy power generators. 
This step often opens up new possibilities of generating renewable energy and possibly reaching 
zero-net energy use at each facility.  
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A.3. Energy Audits 
An energy audit provides data regarding a current energy profile of the facility in detail. 
Energy consumption and efficiency of every component of the facility are recorded and analyzed 
to determine energy efficiency upgrades. MassSave, MassDOER, and National Grid offer free 
audit service for municipal water and wastewater treatment facilities. The energy efficiency 
upgrades usually lead to a great energy reduction, which will help facilities reach zero-net 
energy.  
A.4. Conducting a Renewable Energy Assessment 
Renewable energy assessment depends mainly on three factors, which are amount of 
renewable resources available, available project area, and budget. Most suitable renewable 
energy technologies would be selected after a thorough analysis on the data collected from 
earlier steps. The following sections summaries some basic approaches involved in completing 
assessments for different types of technologies. 
A.4.1. Solar PV Assessment 
Capacity of a solar PV system largely depends on the solar insolation at the location, 
efficiency of the system, and the size of the system. Considering that Massachusetts receives 
about 4.5 solar hours per day on average and the solar PV system usually has an efficiency of up 
to 20 percent with a performance ratio of 75 percent, the only flexible variable that decides the 
capacity of the system is its size. A solar PV system has area efficiency of less than 80 percent 
meaning that it requires more area than calculated the value to generate the same amount of 
electricity. The following equation can be used to determine the energy output of the solar PV 
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system on an annual basis: 
       (
   
  
)                                                 
A typical project cost for a solar PV system is estimated to be around $4,000 per kilowatt. 
This can be further reduced through several incentives, including 30 percent tax incentives (for 
private facilities only) and annual Renewable Energy Certificates (REC). Moreover, the facility 
can finance the project through a low interest, long-term loan provided by the State Revolving 
Fund (SRF).  
A.4.2. Wind Turbine Assessment 
A wind turbine requires a large project area and relatively high wind speed to generate 
electricity as designed. The wind speed at the facility can be determined using the NREL GIS 
wind map. Wind speed in Massachusetts varies greatly depending on the location (~12 mph in 
the central region and ~20 mph near the coast). In addition, in Massachusetts, no wind turbines 
can be built above 450 feet due to a regulation set by Federal Aviation Administration (FAA). 
This means that the turbine cannot be built at a height greater than 450 feet. Commercially 
available wind turbines have fixed rotor sizes and tower heights. They also have a fixed power 
capacity, which requires certain wind speed to operate efficiently. The energy production curves 
such as Figure 17 are often used to estimate amount of the energy output the wind turbine. 
Moreover, the equation developed by NREL can be used to verify the value from the energy 
production curve: 
       (   )                        (  )            (   )  
A typical project cost for a wind turbine is around $3,000 and $5,000 per kW capacity excluding 
engineering cost with annual maintenance and repair fee of about three percent of the total 
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project cost. MassCEC Commonwealth wind program and REC provides incentives for the 
project costs. The facility can also finance the project through a low interest, long period loan 
program provided by SRF.  
A.4.3. Hydropower turbine Assessment 
Three types of in-line micro hydropower turbines that may be applicable are the impulse 
turbine, reaction turbine, and pump as turbine (PAT). An impulse turbine requires high head loss 
(~400 m) and relatively slow flow rate (0.5~20 m
3
/s). It is typically impractical to implement the 
impulse turbine due to its high head loss requirement. Unlike the impulse turbine, a reaction 
turbine requires low head loss (~40 m), but a high flow rate (~800 m
3
/s). If the facility is large 
and processes a large quantity of influent water daily, then implementation of a reaction turbine 
is recommended. Otherwise, it is not recommended, for most of the hydropower turbines are 
custom-built specific to conditions of the facility to maximize the energy efficiency and would 
cost significantly more than other renewable energy generators. In fact, the project cost of the 
hydropower turbine is typically at least $8,600 per kW capacity. Both in-line impulse turbines 
and reaction turbines require adequate project space in the effluent side of the treatment process, 
which may be difficult in many facilities, since this can disturb the treatment process. PAT, on 
the other hand, requires less space, and relatively low flow rates and head (0.01 m
3
/s and 10 m, 
respectively). Because of its low requirements, the power capacity for PAT tends to be lower 
than that of other two turbines. The following equations can be used to estimate the power 
capacity for an impulse turbine, reaction turbine, and PAT:  
                       (  )  
     (  )       (   )
    
            
                        (  )  
 
 
                        (      )   
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           ( )           (      )        (   ) 
The micro hydropower turbines have an average efficiency and power capacity of 75 percent. 
For a large hydropower turbine system, the project cost could be a couple millions of dollars. To 
support the facilities that are considering hydropower turbines, MassCEC provides REC and 
other incentives. In addition, the facility can finance the project with 20 years low interest loan 
through SRF. 
A.4.4 Anaerobic Digestion and CHP Assessment 
Wastewater treatment facilities have great potential to generate energy through anaerobic 
digestion (AD). One ton of sludge can produce about 120 m
3
 of biogas, which can be increased 
to 370 m
3
 by adding food waste. About 60 to 70 percent of the biogas consists of methane, which 
is burned to generate heat and electricity. A combined heat and power system (CHP) is often 
installed with the AD system to increase energy efficiency and recovery (~75 percent). About 30 
percent of the energy it generates is converted into electricity, 60 percent to thermal energy, and 
the remaining energy is lost via exhaust and radiation. Since the AD and CHP systems are 
custom built and have extremely high installation costs (at least $5 million), it is not normally 
practical to install them for facilities with daily influent flow rates lower than 5 MGD. Following 
two equations are used to estimate electricity and heat generation for an AD and CHP system. 
            (      )                  (   )  
     
   
 (      
   
  
)          
                      (   )  
     
   
 (      
   
  
)           
     
       
 
Another consideration when planning an AD and CHP system is the project area. The AD 
system requires many components, including anaerobic digesters, gas storage tanks, decanters, 
and CHP, all to process the sludge. Moreover, the facility has to implement post treatment 
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processes such as aerobic and chemical stabilization, biological dewatering, and wet separation 
to meet the discharge standards created by EPA. In fact, the AD and CHP system can only be 
implemented in a large wastewater treatment facility with a large available project area. 
Since the cost and size of the project often cannot be estimated easily, thorough site 
assessments and planning have to be done to develop the project. Along with REC, MassCEC 
provides a maximum amount of $400,000 or 25 percent of the total project cost through 
Commonwealth Organics-To-Energy program to support the facility to adapt the AD and CHP 
system. Moreover, the facility can apply for SRF to finance the project with a 20-year loan with 
two percent interest.  
A.5. Choosing Renewable Energy Options to Reach Zero-Net Energy Use 
 
 After calculating the anticipated energy generation of each renewable energy option, it 
should be possible to identify the renewable energy options that could lead to zero-net energy 
use should at the facility. However, due to the high project cost, it may not be possible to 
implement all options. To determine whether a project is economically viable, it is necessary to 
analyze project cash flow and calculate potential cumulative savings from the project over a 
certain period. To determine the total cash flow of a renewable energy option, the amount of 
grants and incentives and project cost are taken into account as well as financing options such as 
loans to help payback the costs during a term. The amount of money saved on energy if produced 
by the renewable energy option is factored in as well as any possible energy efficiency upgrade 
costs and how much money they could save from that are also factored in. If the cash flow and 
the savings are positive, the project is feasible. If it is negative, the project has to be either 
discarded or redesigned to produce a positive cash flow.  
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B. Project Cost Calculations 
B.1. The Pepperell Wastewater Treatment Facility 
B.1.1. Solar 
Annual solar insolation in Massachusetts is 4.5kWh/m
2
 per day. A total area available for the PV 
system at the facility is 2,196 m
2
. Assuming 20% PV efficiency and 75% performance ratio, a 
maximum amount of energy that can be generated in a given area is calculated as follows: 
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 The facility consumes only about 210,000 kWh/yr.  
       
   
  
          (   
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 With area efficiency of 80%, the facility needs 1065.37 m
2
. 
 Size of PV system that generates 210,000 kWh/yr  
       
   
  
    
  
   
    
   
  
               
Since an average PV system costs $4,000/kW, the total project cost is $681,880.  
 
 B.1.2. Wind 
According to GIS wind map, the wind speed at the facility is 12.3 mph at 80 m above the 
ground. For an average 100 kW wind turbine with 20 m (65.617ft) rotor diameter, the 
annual energy output (AEO) can be calculated as below (note: since the power output 
equation for the hydropower turbine requires units in feet, all the numbers are converted 
from meters to feet.). 
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Since a wind turbine costs from $3,000/kW to $5,000/kW, a 100 kW unit costs around 
$300,000 to $500,000. With an additional 30% engineering and installation costs, the 
facility has to pay an average of $517,428.57 
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B.1.3. Hydro 
The average flow rate is 21.9lps, and the head is 14.3 m. Assume the efficiency of the 
turbine is 75%, and the generate factor is 75%. The size of the system can be calculated 
as follows: 
                                  
The annual power output of the system: 
       
    
   
 
       
  
     
           
  
 
                           
           
  
 
      
   
 
         
  
 
                          
      
  
         
B.1.4. Biomass 
 Amount of the sludge produced annually: 332,000 lbs = 166 tons 




                          
       
  
 
     
   




 Energy generation rate of pure methane: 11 kWh/m
3
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Considering that, CHP has an average efficiency of 75% and only 30% of the total energy 
produced can be converted into electricity,  
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The facility buys electricity and natural gas from National Grid at the rate of $0.141/kWh 
and $1.337/therms, respectively. 
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 Biogas production rate of the sludge when anaerobically co-digested: 370 m
3
/ton 
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B.2. The Southbridge Wastewater Treatment Facility 
B.2.1. Solar 
Annual solar insolation in central Massachusetts is about 4.5kWh/m
2
 per day. The total 
area available for the PV system is about 6,592 m
2
. 
The amount of electricity can be generated 
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Size of the PV system 
         
   
  
    
  
   
    
   
  
              
Since an average PV system costs $4,000/kW, the total project cost is $4,472,000.  
B.2.2. Wind 
The amount of electricity can be generated annually is 200,000 kWh. The cost is $644,250 
with engineering and installation cost.  
Anticipated annual saving:  
       
   
  
 
      
   
 
       
  
 
Class I REC (yr 1-20): $0.03/kWh        




The average flow rate is 20.8 liter per second, and the head is 57.9 meter. Assume the 
efficiency of the turbine is 75%, and the generate factor is 75%. The size of the system can 
be calculated as 
      ( )               (      )        (
      
   
)       
The annual power output =                                 
The cost of the system is $38,700. 
B.2.4. Biomass 
Amount of sludge produced annually: 527.5 dry ton 
Biogas production rate of the sludge when anaerobically digested: 120 m
3
/ton  
                          
         
  
 
     
   




 Energy generation rate of pure methane: 11 kWh/m
3
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Considering that CHP has an average efficiency of 75% and only 30% of the total energy 
produced can be converted into electricity,  
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B.3. The Millis Water Treatment Facility 
B.3.1. Solar Power 
Annual solar insolation in Massachusetts is 4.5kWh/m
2
 per day.  
The average PV system costs $4,000/kW.  
The facility consumes a combined energy total of 260,000 kWh/year.  
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Area = 1055.3 m
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The power output of the solar array system where it produces 260,000 kWh of energy is 
estimated to be 211.06 kW. 
The cost of this PV solar array would be $844,240.  
A total area available for the PV system at the facility along (not including transfer 
station or landfill) is about 1,763 m
2
. The estimated energy generated and power capacity 
of each solar project is shown below: 
            (   )       (  )                              (
   
  
)                    
where area is the total area of the solar panels. Only 40% of the land is actually used by 
solar panels. 
     (  )                              (  )      
  
The Water Treatment Facility Area (including Well 5/6 Area) 
                 = 729   
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The cost of this PV solar array would be $587,200. 
 
The Transfer Station Area 
                 = 623   
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The cost of this PV solar array would be $498,400. 
 
The Town Landfill Area 
                  = 16,880   
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For larger systems, it would be $3,000/kW. The cost of this PV solar array would be 
$12,476,430. 
 
B.3.2. Wind Power 
According to GIS wind map, the wind speed at the facility is 5 m/s (11.18 mph) at 50 m 
above the ground. For an average 100 kW wind turbine with 20 m (65.617ft) rotor 
diameter, the height of the turbine can range from 25 to 60 m.  
The annual energy output (AEO) can be calculated as below.  
                           (  )                    (   )  
            (         )  (        )          
   




                                    
   
    
 
     
   
 
          
    
 
Since a wind turbine costs from $3,000/kW to $5,000/kW, a 100 kW unit costs around 
$300,000 to $500,000. With an additional 30% engineering and installation costs, the 
facility has to pay an average of $571,428.57. 
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C. Project Cash Flow 
Efficiency Upgrades 
Estimated project cost of the efficiency upgrades from The Cadmus Group, Inc. audit 
report is $109,114. Since MassSave provides $48,821 as a project grant, the net project 
cost for the efficiency upgrades becomes $60,293 with anticipated annual savings of 
$23,694. Moreover, the National Grid provides zero interest loans for 2.5 years. 
C.1. The Pepperell Wastewater Treatment Facility 
C.1.1. Solar 
30% tax incentive does not apply to municipal wastewater treatment facility. Instead, 
MassDOER Gap Giant Incentive program provides estimated amount of $100,000 if the 
facility contributes a one-time investment of around $100,000 for the project.  
                                                    
Recurring Maintenance Fee: $2,350 (Averaged over 20 years) 
Every 20 years, the total maintenance cost is $47,000. $5,000 for testing the solar array 
systems every 5 years, $500 for data acquisition services each year, $500 for landscaping 
and cleaning each year, and $3,500 every 10 years to replace the inverter. 
Applying Demand G-2 rate and Annual REC, the facility saves, 
                        
    
   
 
           
  
 
       
  
 
                       
     
   
 
           
  
 
      
  
 
                            
       
  
  
                          
       
  
 
                       
       
  
                       
       
  
 
Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
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 Cash flow analysis: 
                                      
          
  
 
                                       
          
  
 
                                      
          
  
 
The facility earns a total cumulative savings of $865,680 in 20 years after investing a 
one-time $100,000 for the project. 
 
C.1.2. Wind 
The MassCEC provides up to $150,000, which reduces the project cost to $421,428.57 
                                   
          
  
            
The average project cost for a 100 kW wind turbine is calculated to be $571,428.57. With 
the grant provided by MassCEC Commonwealth wind program,  
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Applying Demand G-2 rate and annual REC rate, the facility saves, 
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Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
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 Cash flow analysis: 
                                           
          
  
 
                                            
         
  
 
The facility earns a total cumulative savings of negative $148,238 in 20 years. 
C.1.3. Hydro 
The annual Renewable Energy Certificate (REC) for hydropower is $0.025/kWh  
Amount of Saving: 
                          
       
  
 
                  
      
   
 
           
  
 
       
  
 
                           
         
  
  
                          
          
  
 
Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
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Cash flow analysis:  
            
          
  
 
          
  
 
       
  
 
             
          
  
 
       
  
 




The facility earns a total cumulative cash flow is $434,061 in 20 years. 
C.1.4. Biomass 
The total project cost is projected to be $5 million for a co-digestion AD/CHP system and 
MassCEC Commonwealth Organics-To-Energy program provides $400,000 as a grant.  
                                               
Applying Demand G-2 rate and Annual Anaerobic Digestion/CHP REC, the facility 
saves, 
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Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
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 Cash flow analysis: 
                                 
           
  
 
                                  
           
  
 
The facility earns a total cumulative savings of -$3,934,554 in 20 years. 
C.2. The Southbridge Wastewater Treatment Facility 
 (Note: Southbridge Wastewater Treatment Facility does not have efficiency upgrades) 
C.2.1. Solar 
The maximum grant assistance for the project is about $100,000 and the facility has to 
contribute a one-time investment of $100,000 for the project. 
                                                        
Recurring Maintenance Fee: $2,350 (Averaged over 20 years) 
Every 20 years, the total maintenance cost is $47,000. $5,000 for testing the solar array 
systems every 5 years, $500 for data acquisition services each year, $500 for landscaping 
and cleaning each year, and $3,500 every 10 years to replace the inverter. 
Applying Demand G-2 rate and annual Solar Renewable Energy Certificate (REC), the 
facility saves: 
                        
    
   
 
             
  
 
        
  
 
                       
     
   
 
             
  
 
       
  
 
                            
             
  
 
      
   
 
        
  
 
                       
        
  
 
                      





Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
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 Cash flow analysis: the solar system needs $2,350 for maintenance annually 
                                     
        
  
 
                                     
        
  
 
The facility earns a total cumulative savings of $1,016,190 in 20 years after investing a 
one-time $100,000 for the project. 
 
    C.2.2. Wind 
The MassCEC provides up to $150,000 for the wind project, which will reduce the project 
cost to $421,428. 
                                    (                       ) 
       
    
 
Amount of Saving: 
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Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
                                 (                       ) 
      
  
 
                          (         ) 





Cash flow analysis: The wind turbine needs $17,143 for maintenance annually 
                                    
        
  
 
The facility earns a total cumulative savings of $-590,860 in 20 years. 
 
   C.2.3. Hydro 
The renewable energy credit for hydropower is $0.025/kWh electricity generated.  
Amount of Saving: 
                  
      
   
 
          
  
 
      
  
 
                           
      
  
  
                          
        
  
 
Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
 Cash flow analysis: 
 (                       ) 
    
  
 
                          (         ) 
      
  
 
           
      
  
 
The facility earns a total cumulative savings of $43,702 in 20 years. 
C.2.4. Biomass 
The cost of the project is about 10.32 million. The incentives is $400,000, and if the town 
pay $100,000 the rest is been financed.  
                                                         
Applying Demand G-2 rate and annual Solar Renewable Energy Credits (REC), the facility 
saves: 
                        
     
   
 
           
  
 





                       
     
   
 
           
  
 
         
  
 
                            
           
  
 
      
   
 
       
  
 
                       
       
  
 
                      
       
  
 
Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
                              (                       ) 
        
  
 
                          (         ) 
        
  
 
 Cash flow analysis: 
                             
         
  
 
C.3. The Millis Water Treatment Facility 
C.3.1. Solar Power 
Estimated Capital Costs: 
                                                  
                                      
                                                       
                                  
      
    
             
Recurring Maintenance Fee: $2,350 (Averaged over 20 years) 
Every 20 years, the total maintenance cost is $47,000. $5,000 for testing the solar array 
systems every 5 years, $500 for data acquisition services each year, $500 for landscaping 
and cleaning each year, and $3,500 every 10 years to replace the inverter. 
 
Estimated Revenue Streams: 
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Financing:         
                            (                         ) 
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Cash Flow Analysis (including Maintenance Fee): 
                                     
       
    
 
                                     
       
    
 
                                   
       
    
 
The facility earns a total cumulative savings of $1,338,387 after 20 years after investing a 
one-time payment of $100,000 for the project. 





Estimated Capital Costs: 
The MassCEC provides up to $150,000, which reduces the project cost to $421,428.57 
                                     
       
    
            
The average project cost for a 100 kW wind turbine is calculated to be $571,428.57. With 
the grant provided by MassCEC Commonwealth wind program,  
                                                 
                 (                       ) 
       
    
  
Estimated Revenue Streams: 
 
With the Annual Wind Renewable Energy Credits (REC) considered, the facility saves, 
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Financing: 
Assuming the facility finances the project with 20 years loan program with average 
municipal interest rate of 2%, the facility’s annual loan payments is as follows: 
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 Cash flow analysis: 
                                     
      
    
 
                                      
       
    
 
                                     
      
    
 





















D. GHG Emission Calculation 
Assuming the coal produces 909grams or 9.09*10
-4
tons of CO2 per kWh it generates and 
the natural gas produces 465grams or 4.65*10
-4
tons of CO2, 
D.1. The Pepperell Wastewater Treatment Facility 
D.1.1. Solar  
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D.1.3. Hydro 
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D.2. The Southbridge Wastewater Treatment Facility 
   D.2.1. Solar  
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D.3. The Millis Water Treatment Facility 
D.3.1. Solar Power 
Potential Greenhouse Gas Reduction: 
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D.3.2. Wind Power 
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